N Partizan COD-VF3CS FullHD

PARTIZAN
AHD Kamera
= = Model COD-VF3CS
Verze FullHD
Vestavéné OSD menu +
! (s . Joystick kabelovy +
Ovladani integrovaného OSD menu
UTC ovlada¢ -
IR
Sensor 1/2.8" Full HD Sony Ultra
Velikost Pixel v um 2.8x2.8
AHD-H: [1920x1080@25fps
PAL TVI: 1920x1080@25fps
CVI: 1920x1080@25fps

Analog: [1300TVL
AHD-H: ]1920x1080@30fps

Rozliseni, bodi@fps

NTSC TVI: 1920x1080@30fps
CVI: 1920x1080@30fps
Analog: [1300TVL
Auto +
Denni/ noéni moéd Barevné +
e Kamera AHD/TVI/CVI/CVBS ———
Cernobile +
e Rozliseni 2.0 Mp Citlivost v Luxech 0.01
e IR LED do 60m Video - funkee AEC, AGS, AWB, BLC, HLC, OSD,
h PrivacyMasks
® Ochrana IP66 Dynamicky rozsah WDR, dB 72
e Triosa montaz S/N pomér, dB 48
e OSD menu Obrazovy vystup 1Vpp, 75Q
v oy Auto +
Expozi¢ni Cas, s
Manual 1/50 - 1/10000, 1/60-1/10000
Ohnisko, mm 2.8-12
Citlivost, F 1.4
L horizontalné 87-25
Zorny uhel, ° —
vertikalné 56-14
. asféricka -
. . -y Typ optiky .
Zde najdete navod k pouziti sférickd +
http://manuals.partizan.global Montazni zavit M12
Ovladani, Manual/Auto +/-

IR LED prisvit

Dosvit, m <60
Pocet LED, kusd. 8, array LED
Uhel pfisvitu, ° 60
Vlnova délka, nm 850
IR filter, Manual/Auto -+
Celkova délka 280.5
Velikost, mm Télo ?84x152.5
Aplikace Partizan Konzole ?84x128
http://apps.partizan.global Véha, g 750
= Napajeni DC12v, A 0.5
E E Alarm Vstup -
= Vystup -
Material téla, plast/kov -+
Material konzole, plast/kov -/+
IP rating 66
IK rating -
Operacni teplota, °C -40 - +60
Zaruka, v letech 3
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