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ABOUT THE BRAND

PARTIZAN – is a European brand, established in 2008.

We are producing good equipment and seamless software for every day security.

Our CCTV and access control equipment are easy to install and simple to use. That’s why it is well fitted 
for the most applications – offices, shops, restaurants, houses as well as factories, shopping malls or even 
safe city projects. 

Our main target is to give our customers best value proposition for best possible price always.

When you are buying PARTIZAN, you are buying peace of mind with best in class support without brakes, 3 
years warranty for all models, same day shipment from our stock and many more small bonuses, which will 
make your life and business safer.

Partizan – is like the IKEA of the security market.

We are making complicated systems simple.

Cutting off all the unnecessary options, we are providing 
to our customers very easy, UX friendly, seamless and 
top quality products. 

That is why our price/quality ratio is the best one  
in the market.

Dmitry Danilchenko  
CEO&Founder of Partizan Security

PARTIZAN brand  
was founded in 2008 in Europe

One of the fastest growing  
security systems brands

Best fit for SMB installing 
and distributing partners

3 YEARS WARRANTY  
for all PARTIZAN equipment

Regional warehouses and  
representative offices

Own R&D team to deliver 
best experience with our 
software and hardware
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ABOUT THE BRAND

BRAND GEOGRAPHY

AHD VIDEO SURVEILLANCE 
High-quality classic coax solutions for video surveillance. With PARTIZAN AHD you can set up  
or upgrade a high-definition CCTV system with minimal costs and efforts.

Our main sales territories: 
Europe, CIS with Ukraine and Georgia, Middle East, Africa.

IP VIDEO SURVEILLANCE 
Cutting edge solutions for video surveillance, which will help you to solve any task whether  
for a large enterprise or home use.

Offices and showrooms: 
Czechia (Prague), Ukraine (Kiev), UAE (Dubai).

ACCESS CONTROL 
Access control has never been so simple and convenient. It is possible to control and analyze  
all entrances and exits, as well as manage processes even from your mobile device!

Regional warehouses: 
Czechia (Prague), Ukraine (Kiev), UAE (Dubai and Ajman), Latvia (Riga), Estonia (Johvi),  
Slovenia (Murska Sobota), United Kingdom (Middlesbrough, Stoke-on-Trent and Blackburn), 
Serbia (Belgrade), Macedonia (Skopje), Bosnia and Herzegovina (Srebrenik),  
Moldova (Kishinev), Georgia (Tbilisi), Azerbaijan (Baku), Oman (Muscat).

PARTIZAN CLOUD 
The world’s first complete solution for Cloud CCTV with our own Cloud platform, Cloud cameras  
and Cloud apps. You can watch your Cloud recordings from anywhere in the world and keep 
them safe and redundant for ages.

YOU CAN FIND PARTIZAN AT BIGGEST INTERNATIONAL FAIRS



PARTIZAN technical support is fairly considered the best on the market.
Any day of the week and, if necessary, at any time, we are ready to answer the questions and help to solve 
any problem of each customer.
We always offer a professional and individual approach!
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ABOUT THE BRAND

SOFTWARE

TECHNICAL SUPPORT

BEST PRICE

COMPLEX SOLUTIONS

PARTIZAN develops OWN software.
We pay big attention to the simplicity, convenience and intuitiveness of the interface.
We got Excellence Award in the nomination “The best CCTV mobile app” at the Intersec Adria Security 
international exhibition 2019.

We are creating a high quality products and our task is to offer them to you at the best prices!
We will always find a solution for any requirements and any budget.

It is important to be sure of complete readiness for implementation of a new project.
Choosing PARTIZAN, you do not worry about any of the components of the future video surveillance or 
access control system.
We also offer quality accessories for each of our systems in addition to the main devices! 
We will provide your project with everything necessary!

So, why to work with PARTIZAN?
•	Amazing service.
•	We do much more for the client than the others.
•	Technical support is of top quality.
•	Good prices, we help to make money.
•	We keep our promises and are always on the client side.
•	We are very flexible in any matter.
•	Our customers are our partners!
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Installation companies Security companies

Distributors Small to MID size Telecom companies

WHO IS OUR MAIN CUSTOMERS?

GREAT VALUE

MORE CONFIDENCE

MORE BUSINESS

We provide complete project protection and technical support in their implementation.

All incoming requests are diverted to our regional partners (installers or distributors).

THERE ARE MANY BIG NAMES WHO TRUST THEIR SECURITY  
TO PARTIZAN QUIPMENT

MORE PROFIT

Our sales channels are strict and efficient. 
We are not selling our products to everyone. Less competition = more profit for all partners in a chain.
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AHD VIDEO SURVEILLANCE

High-resolution HD, Full HD or Super HD video transmission is now available at distances 
up to 500 meters through coaxial cable.

PARTIZAN AHD cameras and recorders enable you to replace old low-resolution analog 
CCTV with the new high-quality AHD system at minimal cost. AHD is a good choice if 
you want to avoid network latency and install the whole system with minimal efforts.

PARTIZAN AHD equipment are designed to fit third party components as well. That’s 
why almost all our recorders and cameras are hybrids and support all existing CCTV 
technologies: AHD, CVI, TVI, Analog and IP.

Resolution up to 8 Mp

Video and Audio signal transmission up to 500 m by coax

True hybrid all-in-one DVRs Analog, AHD, TVI, CVI and IP cameras support

Supported mobile platforms iOS, Android

Supported desktop platforms Windows, Linux, Mac

Desktop and mobile software PARTIZAN

Partizan p2p technology Connection to any Partizan DVR without static IP



WWW.PARTIZAN.GLOBAL

AHD CAMERAS

6

DOME CAMERAS

Fixed Focal Lens

CDM-223S-IR FullHD CDM-223S-IR FullHD Metal CDM-233H-IR SuperHD CDM-233H-IR SuperHD Metal

Photo

Built-in OSD menu + + + +
Operating the 
integrated 
OSD menu

Joystick on the cord - - + +

UTC controller + + - -

Sensor 1/2.7” FullHD CMOS 1/2.7” FullHD CMOS 1/2.7” CMOS 1/2.7” CMOS

Pixel Size, μm 2.8x2.8 2.8x2.8 2.8x2.8 2.8x2.8

Resolution, 
points@fps

PAL

XVI: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 5Mp(2592x1944)@15fps 5Mp(2592x1944)@15fps

AHD: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps

TVI: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps

CVI: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

NTSC

XVI: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 5Mp(2592x1944)@15fps 5Mp(2592x1944)@15fps

AHD: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps

TVI: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps

CVI: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.01 0.01 0.01

Video functions AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

Dynamic range WDR, dB 72 72 72 72

S/N ratio, dB 48 48 48 48

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + + +

Manual 1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

Focal length, mm 2.8 2.8 2.8 2.8

Optical zoom - - - -

Iris, F 1.4 1.4 1.4 1.4

Angle of 
View, °

Horizontal 89 89 89 89

Vertical 58 58 58 58

Lens Type Spherical Spherical Spherical Spherical

Lens mount M12 M12 M12 M12

Control, Manual/Auto - - - -

Distance, m ≤20 ≤20 ≤20 ≤20

Number of LEDs, pcs. 18, SMD 18, SMD 18, SMD 18, SMD

Beam Spread, ° 60 60 60 60

Wavelength, nm 850 850 850 850

IR Cut Filter, Manual/Auto -/+ -/+ -/+ -/+

Size, mm

Total length 69 69 69 80

Housing Ø94x69 Ø94x69 Ø94x69 Ø106x80

Bracket - - - -

Weight, g 170 300 170 350

Power Supply V/А DC12V/0.4A DC12V/0.4A DC12V/0.4A DC12V/0.4A

Alarm Inputs/Outputs -/- -/- -/- -/-

PTZ - - - -

RS485 - - - -

Housing material, plastic/metal +/- -/+ +/- -/+

Bracket material, plastic/metal - - - -

IP/IK rating 44/- 66/- 44/- 66/-

Operating temperature, °C +10 - +50 -40 - +60 +10 - +50 -40 - +60
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AHD CAMERAS

DOME CAMERAS

Fixed Focal Lens Varifocal Lens

CDM-233H-IR SuperHD Starlight Metal CDM-333H-IR UltraHD Metal CDM-VF33H-IR FullHD

Photo

Built-in OSD menu + + +
Operating the 
integrated 
OSD menu

Joystick on the cord + + -

UTC controller - - +

Sensor 1/2.8” Sony Starlight 1/2.8” Sony 1/2.7” FullHD CMOS

Pixel Size, μm 2.0x2.0 1.45x1.45 2.8x2.8

Resolution, 
points@fps

PAL

XVI: - - -

AHD: 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps 2Mp(1920x1080)@25fps

TVI: 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps 2Mp(1920x1080)@25fps

CVI: 4Mp(2592x1520)@25fps 8Mp(3180x2160)@15fps 2Mp(1920x1080)@25fps

Analog: 1300TVL 1300TVL 1300TVL

NTSC

XVI: 5Mp(2592x1944)@20fps - 2Mp(1920x1080)@30fps

AHD: 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps 2Mp(1920x1080)@30fps

TVI: 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps 2Mp(1920x1080)@30fps

CVI: 4Mp(2592x1520)@30fps 8Mp(3180x2160)@15fps 2Mp(1920x1080)@30fps

Analog: 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.1 0.01

Video functions AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, OSD, 
PrivacyMasks

AEC, AGS, AWB, BLC, HLC, OSD, 
PrivacyMasks

Dynamic range WDR, dB 72 120 72

S/N ratio, dB 48 50 48

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + +

Manual 1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

Focal length, mm 2.8 2.8 2.8-12

Optical zoom - - -

Iris, F 1.4 2.0 1.4

Angle of 
View, °

Horizontal 89 105 87-25

Vertical 58 86 56-14

Lens Type Spherical Spherical Spherical

Lens mount M12 M12 M12

Control, Manual/Auto - - +/-

Distance, m ≤20 ≤20 ≤30

Number of LEDs, pcs. 18, SMD 18, SMD 24, SMD

Beam Spread, ° 60 60 60

Wavelength, nm 850 850 850

IR Cut Filter, Manual/Auto -/+ -/+ -/+

Size, mm

Total length 69 80 93

Housing Ø94x69 Ø106x80 Ø120x93

Bracket - - -

Weight, g 300 350 600

Power Supply V/А DC12V/0.4A DC12V/0.4A DC12V/0.5A

Alarm Inputs/Outputs -/- -/- -/-

PTZ - - -

RS485 - - -

Housing material, plastic/metal -/+ -/+ -/+

Bracket material, plastic/metal - - -

IP/IK rating 66/- 66/- 66/-

Operating temperature, °C -40 - +60 -40 - +60 -40 - +60
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DOME CAMERAS

Varifocal Lens

CDM-VF37H-IR SuperHD CDM-VF37H-IR SuperHD Starlight CDM-VF37H-IR UltraHD

Photo

Built-in OSD menu + + +
Operating the 
integrated 
OSD menu

Joystick on the cord + + +

UTC controller - - -

Sensor 1/2.7” CMOS 1/2.8” Sony Starlight 1/2.8” Sony

Pixel Size, μm 2.8x2.8 2.0x2.0 1.45x1.45

Resolution, 
points@fps

PAL

XVI: 5Mp(2592x1944)@15fps - -

AHD: 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

TVI: 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

CVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@25fps 8Mp(3180x2160)@15fps

Analog: 1300TVL 1300TVL 1300TVL

NTSC

XVI: 5Mp(2592x1944)@15fps 5Mp(2592x1944)@20fps -

AHD: 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

TVI: 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

CVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@30fps 8Mp(3180x2160)@15fps

Analog: 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.01 0.1

Video functions AEC, AGS, AWB, BLC, HLC, OSD, 
PrivacyMasks

AEC, AGS, AWB, BLC, HLC, OSD, 
PrivacyMasks

AEC, AGS, AWB, BLC, HLC, OSD, 
PrivacyMasks

Dynamic range WDR, dB 72 72 120

S/N ratio, dB 48 48 50

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + +

Manual 1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

Focal length, mm 2.8-12 2.8-12 2.8-12

Optical zoom - - -

Iris, F 1.4 1.4 2.0

Angle of 
View, °

Horizontal 89-26 89-26 105-23

Vertical 58-15 58-15 86-17

Lens Type Spherical Spherical Spherical

Lens mount M12 M12 M12

Control, Manual/Auto +/- +/- +/-

Distance, m ≤30 ≤30 ≤30

Number of LEDs, pcs. 24, SMD 24, SMD 24, SMD

Beam Spread, ° 60 60 60

Wavelength, nm 850 850 850

IR Cut Filter, Manual/Auto -/+ -/+ -/+

Size, mm

Total length 90 90 90

Housing Ø130x90 Ø130x90 Ø130x90

Bracket - - -

Weight, g 700 700 700

Power Supply V/А DC12V/0.5A DC12V/0.5A DC12V/0.5A

Alarm Inputs/Outputs -/- -/- -/-

PTZ - - -

RS485 - - -

Housing material, plastic/metal -/+ -/+ -/+

Bracket material, plastic/metal - - -

IP/IK rating 66/- 66/- 66/-

Operating temperature, °C -40 - +60 -40 - +60 -40 - +60
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AHD CAMERAS

BULLET CAMERAS

Fixed Focal Lens

COD-331S FullHD COD-631H SuperHD COD-631H SuperHD Starlight COD-454HM UltraHD

Photo

Built-in OSD menu + + + +
Operating the 
integrated 
OSD menu

Joystick on the cord - + + +

UTC controller + - - -

Sensor 1/2.7” FullHD CMOS 1/2.7” CMOS 1/2.8” Sony Starlight 1/2.8” Sony

Pixel Size, μm 2.8x2.8 2.8x2.8 2.0x2.0 1.45x1.45

Resolution, 
points@fps

PAL

XVI: - - - -

AHD: 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

TVI: 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

CVI: 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@25fps 8Mp(3180x2160)@15fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

NTSC

XVI: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps -

AHD: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

TVI: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

CVI: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@30fps 8Mp(3180x2160)@15fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.01 0.01 0.1

Video functions AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

Dynamic range WDR, dB 72 72 72 120

S/N ratio, dB 48 48 48 50

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + + +

Manual 1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

Focal length, mm 2.8 2.8 2.8 2.8

Optical zoom - - - -

Iris, F 1.4 1.4 1.4 2.0

Angle of 
View, °

Horizontal 89 89 89 105

Vertical 58 58 58 86

Lens Type Spherical Spherical Spherical Spherical

Lens mount M12 M12 M12 M12

Control, Manual/Auto - - - -

Distance, m ≤30 ≤30 ≤30 ≤30

Number of LEDs, pcs. 30 30 30 30

Beam Spread, ° 60 60 60 60

Wavelength, nm 850 850 850 850

IR Cut Filter, Manual/Auto -/+ -/+ -/+ -/+

Size, mm

Total length 180 180 180 180

Housing Ø63x105 Ø63x105 Ø63x105 Ø63x105

Bracket Ø55x75 Ø55x75 Ø55x75 Ø55x75

Weight, g 300 300 300 300

Power Supply V/А DC12V/0.4A DC12V/0.4A DC12V/0.4A DC12V/0.4A

Alarm Inputs/Outputs -/- -/- -/- -/-

PTZ - - - -

RS485 - - - -

Housing material, plastic/metal -/+ -/+ -/+ -/+

Bracket material, plastic/metal -/+ -/+ -/+ -/+

IP/IK rating 66/- 66/- 66/- 66/-

Operating temperature, °C -40 - +60 -40 - +60 -40 - +60 -40 - +60
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BULLET CAMERAS

Varifocal Lens

COD-VF3CS FullHD COD-VF3SE SuperHD COD-VF3SE SuperHD Starlight COD-VF3CH UltraHD

Photo

Built-in OSD menu + + + +
Operating the 
integrated 
OSD menu

Joystick on the cord - + + +

UTC controller + - - -

Sensor 1/2.7” FullHD CMOS 1/2.7” CMOS 1/2.8” Sony Starlight 1/2.8” Sony

Pixel Size, μm 2.8x2.8 2.8x2.8 2.0x2.0 1.45x1.45

Resolution, 
points@fps

PAL

XVI: - - - -

AHD: 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

TVI: 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

CVI: 2Mp(1920x1080)@25fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@25fps 8Mp(3180x2160)@15fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

NTSC

XVI: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps -

AHD: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

TVI: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 5Mp(2592x1944)@20fps 8Mp(3180x2160)@15fps

CVI: 2Mp(1920x1080)@30fps 4Mp(2592x1520)@15fps 4Mp(2592x1520)@30fps 8Mp(3180x2160)@15fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.01 0.01 0.1

Video functions AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

Dynamic range WDR, dB 72 72 72 120

S/N ratio, dB 48 48 48 50

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + + +

Manual 1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

Focal length, mm 2.8-12 2.8-12 2.8-12 2.8-12

Optical zoom - - - -

Iris, F 1.4 1.4 1.4 2.0

Angle of 
View, °

Horizontal 87-25 89-26 89-26 105-23

Vertical 56-14 58-15 58-15 86-17

Lens Type Spherical Spherical Spherical Spherical

Lens mount M12 M12 M12 M12

Control, Manual/Auto +/- +/- +/- +/-

Distance, m ≤60 ≤60 ≤60 ≤60

Number of LEDs, pcs. 8, array LED 8, array LED 8, array LED 8, array LED

Beam Spread, ° 60 60 60 60

Wavelength, nm 850 850 850 850

IR Cut Filter, Manual/Auto -/+ -/+ -/+ -/+

Size, mm

Total length 280.5 280.5 280.5 280.5

Housing Ø84x152.5 Ø84x152.5 Ø84x152.5 Ø84x152.5

Bracket Ø84x128 Ø84x128 Ø84x128 Ø84x128

Weight, g 750 750 750 750

Power Supply V/А DC12V/0.5A DC12V/0.5A DC12V/0.5A DC12V/0.5A

Alarm Inputs/Outputs -/- -/- -/- -/-

PTZ - - - -

RS485 - - - -

Housing material, plastic/metal -/+ -/+ -/+ -/+

Bracket material, plastic/metal -/+ -/+ -/+ -/+

IP/IK rating 66/- 66/- 66/- 66/-

Operating temperature, °C -40 - +60 -40 - +60 -40 - +60 -40 - +60
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AHD CAMERAS

BULLET CAMERAS SPEEDDOME CAMERAS

Long Range Varifocal Lens PTZ

COD-VF4HQ SuperHD COD-VF5HR SuperHD SDA-540D-IR FullHD SDA-636X-IR FullHD

Photo

Built-in OSD menu + + + +
Operating the 
integrated 
OSD menu

Joystick on the cord + + - -

UTC controller - - + +

Sensor 1/2.7” CMOS 1/2.7” CMOS 1/2.8” FullHD Sony Starlight 1/2.8” FullHD Sony Starlight

Pixel Size, μm 2.8x2.8 2.8x2.8 2.9x2.9 2.9x2.9

Resolution, 
points@fps

PAL

XVI: - - - -

AHD: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps

TVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps

CVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

NTSC

XVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps - -

AHD: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps

TVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps

CVI: 4Mp(2592x1520)@15fps 4Mp(2592x1520)@15fps 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps

Analog: 1300TVL 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.01 0.01 0.01

Video functions AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

AEC, AGS, AWB, BLC, HLC, 
OSD, PrivacyMasks

Dynamic range WDR, dB 72 72 72 72

S/N ratio, dB 48 48 48 48

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + + +

Manual 1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

1/50 – 1/10000, 
1/60-1/10000

Focal length, mm 6-22 5-50 4.7-94 4.6-165

Optical zoom - - 20X 36X

Iris, F 1.4 1.4 1.4 1.4

Angle of 
View, °

Horizontal 49-14 59-5.5 58-3.5 59-1.5

Vertical 29-8 46-4.9 35-1.5 36-1.1

Lens Type Spherical Spherical Spherical Spherical

Lens mount M12 M12 M12 M12

Control, Manual/Auto +/- +/- -/+ -/+

Distance, m ≤60 ≤80 ≤150 ≤150

Number of LEDs, pcs. 8, array LED 4, array LED 6 IR LED + 3 Laser LED 6 IR LED + 3 Laser LED

Beam Spread, ° 60 60 60 60

Wavelength, nm 850 850 850 850

IR Cut Filter, Manual/Auto -/+ -/+ -/+ -/+

Size, mm

Total length 280.5 280 241 241

Housing Ø84x152.5 Ø85x133 Ø152x247 Ø152x247

Bracket Ø84x128 Ø84x98 120x76x219 120x76x219

Weight, g 750 750 2150 2150

Power Supply V/А DC12V/0.5A DC12V/1.0A DC12V/3.0A DC12V/3.0A

Alarm Inputs/Outputs -/- -/- -/- -/-

PTZ - - Pan: 360 °, Tilt: 93 ° Pan: 360 °, Tilt: 93 °

RS485 - - + +

Housing material, plastic/metal -/+ -/+ -/+ -/+

Bracket material, plastic/metal -/+ -/+ -/+ -/+

IP/IK rating 66/- 66/- 66/- 66/-

Operating temperature, °C -40 - +60 -40 - +60 -40 - +60 -40 - +60
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DOME CAMERA WITH TRUE WDR BULLET CAMERA WITH TRUE WDR BOX CAMERA WITH TRUE WDR

Varifocal Lens Optional Lens

CDM-VF37H-IR WDR FullHD COD-VF3CH WDR FullHD CBX-32HQ WDR FullHD

Photo

Built-in OSD menu + + +

Operating the 
integrated 
OSD menu

Joystick on the cord + + +

UTC controller - - -

Sensor 1/2.8” Full HD Sony Ultra 1/2.8” FullHD Sony 1/2.8” FullHD Sony

Pixel Size, μm 2.8x2.8 2.8x2.8 2.8x2.8

Resolution, 
points@fps

PAL

XVI: - - -

AHD: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps

TVI: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps

CVI: 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps 2Mp(1920x1080)@25fps

Analog: 1300TVL 1300TVL 1300TVL

NTSC

XVI: - - -

AHD: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps

TVI: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps

CVI: 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps 2Mp(1920x1080)@30fps

Analog: 1300TVL 1300TVL 1300TVL

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White

Sensitivity, Lux 0.01 0.01 0.01

Video functions AEC, 3DNR, AGC, AWB, BLC, True WDR, OSD AEC, 3DNR, AGC, AWB, BLC, True WDR, OSD AEC, 3DNR, AGC, AWB, BLC, True WDR, OSD

Dynamic range WDR, dB 120 120 120

S/N ratio, dB 48 48 48

Video output 1Vpp, 75Ω 1Vpp, 75Ω 1Vpp, 75Ω

Exposure 
mode, s

Auto + + +

Manual 1/25 – 1/50000, 1/30-1/60000 1/25 – 1/50000, 1/30-1/60000 1/25 – 1/50000, 1/30-1/60000

Focal length, mm 2.8-12 2.8-12 -

Optical zoom - - -

Iris, F 1.4 1.4 -

Angle of 
View, °

Horizontal 87-25 87-25 -

Vertical 56-14 56-14 -

Lens Type Spherical Spherical -

Lens mount M12 M12 C/CS

Control, Manual/Auto +/- +/- +/+

Distance, m ≤30 ≤60 -

Number of LEDs, pcs. 24 SMD 8, array LED -

Beam Spread, ° 60 60 -

Wavelength, nm 850 850 -

IR Cut Filter, Manual/Auto -/+ -/+ -/+

Size, mm

Total length 93 280.5 145

Housing Ø120x93 Ø84x152.5 78x56x145

Bracket - Ø84x128 -

Weight, g 600 750 485

Power Supply V/А DC12V/0.5A DC12V/0.5A DC12V/0.3А

Alarm Inputs/Outputs -/- -/- -/-

PTZ - - -

RS485 - - -

Housing material, plastic/metal -/+ -/+ -/+

Bracket material, plastic/metal - -/+ -

IP/IK rating 66/- 66/- 44/-

Operating temperature, °C -40 - +60 -40 - +60 +10 - +50
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*Please note, HDD is not included in the kit!

HYBRID DVR’s HD+ANALOG+IP

4 CAMERAS
CHD-30S HD ADM-44U FullHD ADF-14S UltraHD

Photo

Maximum connected cameras, pcs. 4 4 4
Operating system Embedded Linux Embedded Linux Embedded Linux

System resources
Simultaneous multi-channel real-time 

recording, playback, network operation, 
USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup
Operation modes AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP

Record, channels 
x resolution @ fps

AHD 4xAHD-N@25, 4xAHD-M@25, 
4xAHD-L@25 4x5M-N@12, 4xAHD-H@15 4xAHD 8.0Mp@8, 4xAHD 5.0Mp@14, 

4xAHD 4.0Mp@18, 4xAHD-H@25

AHD + IP 2xAHD-M@25+2x720p@25 2xAHD-H@25+2x1080p@25, 
4xAHD-M@25+4x960p@25 2xAHD 8.0Mp@15+2x8.0Mp@15

IP 8x1080p@25, 12x960p@25, 8x720p@25 16x1080p@25, 16x960p@25, 
4x5.0Mp@25

8x1080p@25, 4x3.0Mp@25, 
4x5.0Mp@25, 4x8.0Mp@25

Record storage, HDD/network +/+ +/+ +/+
Video compression H.264 (HighProfile) H.264 H.264(HighProfile)/H.265
Space occupation 
for 25 fps/1 
channel (per day)

Video ~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

Audio 0.69Gb 0.69Gb 0.69Gb

Playback archive 
records, channels 
x resolution @ fps

AHD 4xAHD-N@12, 1xAHD-M@25, 
4xAHD-L@25 4x5M-N@12, 4xAHD-H@12 4xAHD 8.0Mp@8, 4xAHD 5.0Mp@14, 

4xAHD 4.0Mp@18, 4xAHD-H@25

AHD + IP 2xAHD-M@2, 2x720p@25 2xAHD-H@25, 2x1080p@25, 
4xAHD-M@25, 4x960p@25 2xAHD 8.0Mp@15, 2x8.0Mp@15

IP 1x1080p@25, 1x960p@25, 1x720p@25 2x1080p@25, 4x960p@25, 1x5.0Mp@25 4x1080p@25, 4x3.0Mp@25, 
2x5.0Mp@25, 1x8.0Mp@25

Backup mode, network/USB +/+ +/+ +/+
Preview screen 1/4 1/4 1/4/9/16
Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule
Audio compression G.711A G.711A G.711A
Two-way audio + + +
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)

Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

Partizan MAC protocol/DDNS/IPFilter/
Email/NTP/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Default username/password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port - - -
RTSP port 554 554 554

RTSP string rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

Control port 34567 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan, Partizan CMS, Partizan VMS Partizan, Partizan CMS, Partizan VMS Partizan, Partizan CMS, Partizan VMS
Mobile software (support) Partizan Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Display quality 1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

Video Inputs/Outputs 4ch BNC/1ch VGA, 1ch HDMI 4ch BNC/1ch VGA, 1ch HDMI 4ch BNC/1ch VGA, 1ch HDMI
Audio Inputs/Outputs 1ch RCA/1ch RCA 1ch RCA/1ch RCA 4ch RCA/1ch RCA
Alarm Inputs/Outputs -/- -/- -/-
PTZ control, port/protocol support - - 1хRS485 / Pelco P/D
USB 2хUSB2.0 2хUSB2.0 2хUSB2.0
Internal SATA, pcs x max.Tb 1x8 1x8 1x8
External SATA, pcs x max.Tb - - -
External eSATA, pcs x max.Tb - - -

Channels/Functions - -

1ch: Perimeter Intrusion Detection / Line 
Crossing Detection / Abandoned Object 
Detection / Missing Object detection / 

Scene Сhange Detection / Human 
Detection / Face Detection

Size, mm 210х200х49 210х200х49 255х236х44
Weight, g 900 900 1200
Accessories Optical mouse, power adapter Optical mouse, power adapter Optical mouse, power adapter

Power supply
V/A DC12V/2.0A DC12V/2.0A DC12V/2.0A
PoE/Class - - -

Housing material, plastic/metal +/- +/- -/+
Front material, plastic/metal +/- +/- +/-
Operating temperature, °C 0 - +55 0 - +55 0 - +55
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*Please note, HDD is not included in the kit!

8 CAMERAS
CHD-68EVH HD ADM-88V FullHD ADH-18V UltraHD

Photo

Maximum connected cameras, pcs. 8 8 8
Operating system Embedded Linux Embedded Linux Embedded Linux

System resources
Simultaneous multi-channel real-time 

recording, playback, network operation, 
USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup
Operation modes AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP

Record, channels 
x resolution @ fps

AHD 8xAHD-N@12, 4xAHD-H@15 8x5.0M-N@15, 8xAHD-H@18, 
8xAHD-N@25

8xAHD 8.0Mp@8, 8xAHD 5.0Mp@14, 
8xAHD 4.0Mp@18, 8xAHD-H@25

AHD + IP 4xAHD-M@25+4x960p@25, 
2xAHD-H@25+2x1080p@25

8xAHD-H@18+8x2.0Mp@18; 
4xAHD-H@25+4x2.0Mp@25 4xAHD 5.0Mp@15+4x5.0Mp@15

IP 16x1080p@25, 16x960p@25, 
4x5.0Mp@25

16x2.0Mp@18; 4x5.0Mp@15; 
4x3.0Mp@18 8x3.0Mp@25, 4x5.0Mp@25

Record storage, HDD/network +/+ +/+ +/+
Video compression H.264 (HighProfile) H.264 (HighProfile)/H.265 H.264(HighProfile)/H.265
Space occupation 
for 25 fps/1 
channel (per day)

Video ~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

Audio 0.69Gb 0.69Gb 0.69Gb

Playback archive 
records, channels 
x resolution @ fps

AHD 8xAHD-N@12, 4xAHD-H@15 4x5.0M-N@15, 4xAHD-H@18, 
8xAHD-N@25

8xAHD 8.0Mp@8, 8xAHD 5.0Mp@14, 
8xAHD 4.0Mp@18, 8xAHD-H@25

AHD + IP 4xAHD-M@25, 4x960p@25, 
2xAHD-H@25, 2x1080p@25

2xAHD-H@18/2x2.0Mp@18; 
4xAHD-H@25/4x2.0Mp@25 4xAHD 5.0Mp@15, 4x5.0Mp@15

IP 2x1080p@25, 4x960p@25, 1x5.0Mp@25 2x5.0Mp@15, 4x3.0Mp@18, 
4x2.0Mp@18 8x3.0Mp@25, 4x5.0Mp@25

Backup mode, network/USB +/+ +/+ +/+
Preview screen 1/4/9 1/4/8 1/4/9
Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule
Audio compression G.711A G.711A G.711A
Two-way audio + + +
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)

Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

Partizan MAC protocol/DDNS/IPFilter/
Email/NTP/UPNP/FTP/RTSP

NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Default username/password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port - - -
RTSP port 554 554 554

RTSP string rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

Control port 34567 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan, Partizan CMS, Partizan VMS Partizan Partizan, Partizan CMS, Partizan VMS
Mobile software (support) Partizan Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+ (Profile S) Partizan SDK, ONVIF 2.4+

Display quality 1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

Video Inputs/Outputs 8ch BNC/1ch VGA, 1ch HDMI 8ch BNC/1ch VGA, 1ch HDMI 8ch BNC/1ch VGA, 1ch HDMI
Audio Inputs/Outputs 1ch RCA/1ch RCA 1ch RCA/1ch RCA 4ch RCA/1ch RCA
Alarm Inputs/Outputs -/- -/- -/-
PTZ control, port/protocol support 1хRS485 / Pelco P/D 1хRS485 / Pelco P/D 1хRS485 / Pelco P/D
USB 2хUSB2.0 2хUSB2.0 2хUSB2.0
Internal SATA, pcs x max.Tb 1x8 1x8 1x8
External SATA, pcs x max.Tb - - -
External eSATA, pcs x max.Tb - - -

Channels/Functions - -

1ch: Perimeter Intrusion Detection / Line 
Crossing Detection / Abandoned Object 
Detection / Missing Object detection / 

Scene Сhange Detection / Human 
Detection / Face Detection

Size, mm 255х236х44 255х236х44 255х236х44
Weight, g 1200 900 1200
Accessories Optical mouse, power adapter, IR remote Optical mouse, power adapter, IR remote Optical mouse, power adapter

Power supply
V/A DC12V/2.0A DC12V/2.0A DC12V/2.0A
PoE/Class - - -

Housing material, plastic/metal -/+ -/+ -/+
Front material, plastic/metal +/- +/- +/-
Operating temperature, °C 0 - +55 0 - +55 0 - +55
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*Please note, HDD is not included in the kit!

HYBRID DVR’s HD+ANALOG+IP

16 CAMERAS
CHD-116EVH HD ADM-816V FullHD ADH-16A SuperHD

Photo

Maximum connected cameras, pcs. 16 16 16
Operating system Embedded Linux Embedded Linux Embedded Linux

System resources
Simultaneous multi-channel real-time 

recording, playback, network operation, 
USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup
Operation modes AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP

Record, channels 
x resolution @ fps

AHD 16xAHD-N@15 16x5.0M-N AHD@15, 
16x4.0M-N AHD@18, 16xAHD-H@18

16x5.0Mp AHD@6, 16x4.0Mp AHD@8, 
16xAHD-H@18

AHD + IP 8xAHD-N@15+8x960p@25 16xAHD-H@18+16x1080P@18, 
8xAHD-H@25+8x1080P@25

16x4.0Mp AHD@8+16x4.0Mp@15, 
8x4.0Mp AHD@15+8x4.0Mp@20

IP 16x1080p@18, 4x3.0Mp@25, 
4x5.0Mp@25

4x5.0Mp@25, 8x3.0Mp@25, 
8x1080P@25+8x960P@25 8x3.0Mp@25, 4x5.0Mp@25

Record storage, HDD/network +/+ +/+ +/+
Video compression H.264(HighProfile)/H.265 H.264 (HighProfile)/H.265 H.264/H.265

Space occupation 
for 25 fps/1 
channel (per day)

Video ~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~30Gb(960H), ~20Gb(D1)

Audio 0.69Gb 0.69Gb 0.69Gb

Playback archive 
records, channels 
x resolution @ fps

AHD 16xAHD-N@15 8x5.0M-N AHD@15fps, 
16x4.0M-N AHD@18, 16xAHD-H@18

4x5.0Mp AHD@6, 16x4.0Mp AHD@8, 
16xAHD-H@18

AHD + IP 8xAHD-N@15, 8x960p@25 16xAHD-H@18, 16x1080P@18, 
8xAHD-H@25, 8x1080P@25 8x4.0Mp AHD@15, 8x4.0Mp@20

IP 4x1080p@18, 4x3.0Mp@25, 
2x5.0Mp@25

4x5.0Mp@25, 8x3.0Mp@25, 
8x1080P@25, 8x960P@25 8x3.0Mp@25, 4x5.0Mp@25

Backup mode, network/USB +/+ +/+ +/+
Preview screen 1/4/9/16 1/4/8/9/16 1/4/9/16
Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule
Audio compression G.711A G.711A G.711A
Two-way audio + + +
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)

Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

NiP/DDNS/IPFilter/Email/NTP/UPNP/
FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Default username/password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port - - -
RTSP port 554 554 554

RTSP string rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

Control port 34567 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan, Partizan CMS, Partizan VMS Partizan, Partizan CMS, Partizan VMS Partizan, Partizan CMS, Partizan VMS
Mobile software (support) Partizan Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Display quality 1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

4K; 1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

4096x2160; 1920x1080; 1440x900; 
1280x1024; 1280x720; 1024x768

Video Inputs/Outputs 16ch BNC/1ch VGA, 1ch HDMI 16ch BNC/1ch VGA, 1ch HDMI 16ch BNC/1ch VGA, 1ch HDMI(4K)
Audio Inputs/Outputs 2ch RCA/1ch RCA 2ch RCA/1ch RCA 6ch RCA/1ch RCA
Alarm Inputs/Outputs -/- -/- 4 / 1
PTZ control, port/protocol support 1хRS485 / Pelco P/D 1хRS485 / Pelco P/D 1хRS485 / Pelco P/D
USB 2хUSB2.0 2хUSB2.0 3хUSB2.0
Internal SATA, pcs x max.Tb 1x8 1x8 2x8
External SATA, pcs x max.Tb - - -
External eSATA, pcs x max.Tb - - -
Channels/Functions - - -
Size, mm 255х236х44 255х236х44 350х296х44
Weight, g 1200 1200 1800
Accessories Optical mouse, power adapter, IR remote Optical mouse, power adapter, IR remote Optical mouse, power adapter

Power supply
V/A DC12V/2.0A DC12V/2.0A DC12V/4.0A
PoE/Class - - -

Housing material, plastic/metal -/+ -/+ -/+
Front material, plastic/metal +/- +/- +/-
Operating temperature, °C 0 - +55 0 - +55 0 - +55
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16 CAMERAS
ADH-16A UltraHD ADT-86DR16 SuperHD

Photo

Maximum connected cameras, pcs. 16 16
Operating system Embedded Linux Embedded Linux

System resources Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Pentaplex. Simultaneous multi-channel real-time recording, 
playback, network operation, USB backup

Operation modes AHD/TVI/CVI/CVBS/IP AHD/TVI/CVI/CVBS/IP

Record, channels 
x resolution @ fps

AHD 16x8.0Mp AHD@8, 
16x5.0Mp AHD@14

16х5.0Mp AHD@11, 16х4.0Mp AHD@15, 
16х AHD-H@25

AHD + IP 4x8.0Mp AHD@15+ 
4x8.0Mp@25

4х5.0Mp AHD@25+ 
4х5.0Mp@25

IP 8x5.0Mp@25, 16x3.0Mp@25, 
32x2.0Mp@25

32x1080p@25, 16х3.0Mp@25, 
8х5.0Mp@25

Record storage, HDD/network +/+ +/+
Video compression H.264/H.265 H.264/H.265

Space occupation 
for 25 fps/1 
channel (per day)

Video ~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), ~30Gb(960H), 
~20Gb(D1)

:~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), ~30Gb(960H), 
~20Gb(D1)

Audio 0.69Gb 0.69Gb

Playback archive 
records, channels 
x resolution @ fps

AHD 8x8.0Mp AHD@8, 
16x5.0Mp AHD@14

8х5.0Mp AHD@11, 8х4.0Mp AHD@15, 
8хAHD-H@25

AHD + IP 4x8.0Mp AHD@15 4х5.0Mp AHD@25+ 
4х5.0Mp@25

IP 4x5.0Mp@25, 8x3.0Mp@25, 
8x2.0Mp

8x1080p@25, 8х3.0Mp@25, 
8х5.0Mp@25

Backup mode, network/USB +/+ +/+
Preview screen 1/4/9/16 1/4/9/16/24
Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule
Audio compression G.711A G.711A
Two-way audio + +
Network Interface RJ-45 (10/100/1000Base-T) RJ-45 (10/100/1000Base-T)
Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/FTP/RTSP NiP/DDNS/IPFilter/Email/NTP/PPPoE/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Default username/password admin/admin admin/admin
HTTP port 80 80
ONVIF port - -
RTSP port 554 554

RTSP string rtsp://192.168.1.10:554/user=admin& 
password=admin&channel=1&stream=0.sdp?

rtsp://192.168.1.10:554/user=admin& 
password=admin&chan nel=1&stream=0.sdp?

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan Device Maneger
Monitoring program Partizan, Partizan CMS, Partizan VMS Partizan CMS
Mobile software (support) Partizan Partizan Pro, Partizan Cloud Storage
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Display quality 4096x2160; 1920x1080; 1440x900; 1280x1024; 1280x720; 
1024x768 1920x1080; 1440x900; 1280x1024; 1280x720; 1024x768

Video Inputs/Outputs 16ch BNC/1ch VGA, 1ch HDMI(4K) 16ch BNC/1ch VGA, 1ch HDMI
Audio Inputs/Outputs 4ch RCA/1ch RCA 16ch RCA/1ch RCA
Alarm Inputs/Outputs 8/1 16/4
PTZ control, port/protocol support 1хRS485 / Pelco P/D 1хRS485, 1хRS232; Support for Pelco P/D
USB 2хUSB2.0 2хUSB2.0
Internal SATA, pcs x max.Tb 2x8 8x8
External SATA, pcs x max.Tb - -
External eSATA, pcs x max.Tb - -

Channels/Functions
1ch: Perimeter Intrusion Detection / Line Crossing Detection / 

Abandoned Object Detection / Missing Object detection / 
Scene Сhange Detection / Human Detection

-

Size, mm 350х296х44 443х427х92
Weight, g 1800 7700
Accessories Optical mouse, power adapter Optical mouse, IR remote

Power supply
V/A DC12V/4.0A Built - in 220V/250W
PoE/Class - -

Housing material, plastic/metal -/+ -/+
Front material, plastic/metal +/- +/-
Operating temperature, °C 0 - +55 0 - +55
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Equipment for IP video surveillance made by PARTIZAN is developed in accordance  
with the most advanced technologies in the field of electronics, security and software. 

PARTIZAN IP cameras will help you to deliver best results within any security task, 
whether it is an overview of the territory, control of cash transactions or license plate 
recognition. For home users we have special offer – PARTIZAN Wi-FI Kits and  
PARTIZAN DIY Cloud Cameras that is not require technical skills to install and configure.

PARTIZAN IP cameras and recorders is ONVIF compliant and that’s why is fully 
compatible with any third-party devices or software, including IP cameras, recorders  
and VMS of other brands.

Resolution up to 9 Mp

Supported standards ONVIF, RTSP

Works with PARTIZAN, AxxonNext, Intellect, SecurOS, Luxriot,  
Milestone, Nuuo etc.

IR LED up to 250 m

Special features Cloud recording, Built-in video analythics, True WDR,  
Motorized zoom, LPR etc.

Supported mobile platforms iOS, Android

Supported desktop platforms Windows, Linux, Mac
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HOME CAMERAS
Fixed Focal Lens

Cloud cubic FullHD (IPC-2SP-IR) Cloud robot FullHD (IPH-2SP-IR)

Photo

Sensor 1/2.7” FullHD CMOS 1/2.7” FullHD CMOS
Pixel Size, μm 2.7x2.7 3.0x3.0

Resolution, 
pixels@fps

Mainstream (max) PAL: 1920x1080@25, 1280x960@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x960@30, 1280x720@30 PAL: 1920x1080@20; NTSC: 1920x1080@20

Substream (max) PAL: 640x480@25, 320x240@25; 
NTSC: 640x480@30, 320x240@30

PAL: 704x576@25, 320x288@25; 
NTSC: 704x576@30, 320x288@30

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.1 0.1
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks
Smart functions - -
Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 8-8192 1024-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.8 2,8
Iris, F 1.85 1,4
Angle of 
View, °

Horizontal 103 89
Vertical 85 58

Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto - Pan: 355 °, Tilt: 120 °
Distance, m ≤10 ≤10
Number of LEDs, pcs. 1 6, SMD
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) -
4G/3G - -
Wireless LAN Standard/Frequency, Ghz 802.11(a/b/g/n/ac) / 2.4 802.11(b/g/n) / 2.4

Network functions Partizan MAC protocol, DHCP, DNS, DDNS, RTP/RTSP, PPPoE, 
SMTP, NTP, UPnP, SNMP, HTTPS, FTP Partizan MAC protocol/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP

Languages supported English, Francais, Deutsch, Italiano, Portuguese, Russian, 
Spanish, Turkish

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 80 8899
RTSP port 554 554

RTSP string Main stream: rtsp://admin:admin@ip:port/ch01/0 
Substream: rtsp://admin:admin@ip:port/ch01/1

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/action/snapshot?channel=1 http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 9988 34567
Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration ONVIF 2.6+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 120.4 100
Housing 119x63x33.7 Ø70x100
Bracket Ø75.4x71.6 -

Weight, g 200 360

Power Supply
V/A DC12V/0.5А DC5V/1.5A
PoE Class/W 0/6 -

Alarm Inputs/Outputs 1/1 -/-

Audio
Built-in mic/speaker +/+ +/+
Inputs/Outputs -/- -/-

Memory/SIM Card Micro SD (up to 128GB)/- MicroSD (≤64Gb)/-
Accessories - Power supply 5V/1.5A with cable 2.5m
Housing material, plastic/metal +/- +/-
Bracket material, plastic/metal +/- -
IP/IK rating 44/- 44/-
Operating temperature, °C -10 - +45 +10 - +50
Additional advantages PIR sensor, Strobe light, Siren, Wireless connect Wireless connect, Pan and Tilt control



19

PRODUCT CATALOG 2021

IP CAMERAS

WI-FI AND 4G CAMERAS
Fixed Focal Lens

Cloud bullet FullHD (IPO-2SP WiFi) Cloud bullet FullHD (IPO-2SP 4G)

Photo

Sensor 1/2.9” FullHD CMOS 1/2.9” FullHD CMOS
Pixel Size, μm 2.9x2.9 2.9x2.9

Resolution, 
pixels@fps

Mainstream (max) PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

Substream (max) PAL: 704x576@25; NTSC: 704x576@30 PAL: 704x576@25; NTSC: 704x576@30
Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.1 0.1
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions Human detection (more functions when using together with 
Cloud-series NVR)

Human detection (more functions when using together with 
Cloud-series NVR)

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 1024-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2,8 2,8
Iris, F 1,4 1,4
Angle of 
View, °

Horizontal 89 89
Vertical 58 58

Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto - -
Distance, m ≤30 ≤30
Number of LEDs, pcs. 18, SMD 4, array LED
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) 3G/4G

4G/3G -

GSM/GPRS/EDGE 900MHz/1800MHz
CDMA/EVDO BC0 800MHz

TD_SDCMA B34,B39
UMTS/WCDMA B1 B5 B8

LTE-FDD B1 B3 B5 B7 B8 B20
LTE-TDD B38 B39 B40 B41

Wireless LAN Standard/Frequency, Ghz 802.11(b/g/n) / 2.4 -
Network functions Partizan MAC protocol/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP Partizan MAC protocol/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8899 8899
RTSP port 554 554

RTSP string rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 200 235
Housing 65x65x105 68x80x135
Bracket 65x65x95 Ø100x100

Weight, g 400 500

Power Supply V/A DC12V/0.8A DC12V/0.8A
PoE Class/W 0/6 -

Alarm Inputs/Outputs -/- -/-

Audio Built-in mic/speaker +/- +/-
Inputs/Outputs -/+ -/-

Memory/SIM Card MicroSD (≤128Gb)/- MicroSD (≤128Gb)/Micro-SIM
Accessories Power supply 12V/1A, 2.5m LAN cable Power supply 12V/2A
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal -/+ -/+
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60
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DOME CAMERAS
Fixed Focal Lens

IPD-2SP-IR SE Cloud IPD-5SP-IR Starlight Cloud

Photo

Sensor 1/2.9” FullHD CMOS 1/2.5” CMOS
Pixel Size, μm 2.9x2.9 2.0x2.0

Resolution, 
pixels@fps

Mainstream (max) PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

PAL: 2592x1944@15, 2560x1440@20, 1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 1920x1080@20

Substream (max) PAL: 704x576@25; NTSC: 704x576@30 PAL: 704x576@25,  NTSC: 704x576@30
Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.0001 0.01
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions Human detection (more functions when using together with 
Cloud-series NVR)

Human detection (more functions when using together with 
Cloud-series NVR)

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 128-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2,8 2,8
Iris, F 1,4 1,4
Angle of 
View, °

Horizontal 91 93
Vertical 75 61

Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto - -
Distance, m ≤25 ≤25
Number of LEDs, pcs. 12, SMD 12, SMD
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8899 8899
RTSP port 554 554

RTSP string rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 86 90
Housing Ø110x86 Ø106x90
Bracket - -

Weight, g 375 375

Power Supply
V/A DC12V/0,5A DC12V/0,5A
PoE Class/W 0/6 0/6

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs -/- -/-

Memory/SIM Card -/- -/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal - -
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60
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DOME CAMERAS
Fixed Focal Lens

IPD-5SP-IR SDM Starlight Cloud IPD-5SP-IR Starlight SH IPD-5SP-IR 4K

Photo

Sensor 1/2.5” CMOS Starlight 1/2.8" CMOS 1/2.3” OmniVision 4K
Pixel Size, μm 2.0x2.0 1.62x1.62 1.62х1.62

Resolution, 
pixels@fps

Mainstream (max)
PAL: 2592x1944@15, 2560x1440@20, 

1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 

1920x1080@20

PAL: 2592x1944@20, 1920x1080@25;
NTSC: 2592x1944@20, 1920x1080@30

PAL: 3840x2160@15, 2592x1944@15, 
2592x1520@15, 1920x1080@15;  

NTSC: 3840x2160@15, 2592x1944@15, 
2592x1520@15, 1920x1080@15

Substream (max) PAL: 704x576@25;  
NTSC: 704x576@30

PAL: 1920x1080@12, 1280х720@25, 
640x480@25, 320x240@25;

NTSC: 1920x1080@12 ,1280х720@30, 
640x480@30, 320x240@30

PAL: 1280х720@15, 640x480@15, 
320x240@15;

NTSC: 1280х720@15, 640x480@15, 
320x240@15

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.01 0.01 0.1
Dynamic range WDR, dB 72 72 72
S/N ratio, dB 48 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, ABF, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions
Human detection  

(more functions when using together  
with Cloud-series NVR)

Perimeter Intrusion Detection, Line Crossing 
Detection, Stationary Object Detection, 

Pedestrian Detection, Face Detection, Cross 
Counting, Face Recognition

-

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/5-1/20000 1/5-1/20000
Manual 1/5-1/20000 1/5-1/20000 1/5-1/20000

Bitrate Type, 
kb/s

Constant 128-8192 256-16384 8-16384
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.8 2.8 2.8
Iris, F 1.4 1.4 2.0
Angle of 
View, °

Horizontal 93 110 105
Vertical 61 60 86

Lens Type Spherical Spherical Spherical
Lens mount М12 М12 М12
Control, Manual/Auto - - -
Distance, m ≤25 ≤30 ≤30
Number of LEDs, pcs. 12, SMD 2 SMD 1, Array LED
Beam Spread, ° 60 60 60
Wavelength, nm 850 850 850
IR Cut Filter, Manual/Auto -/+ -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - - -
Wireless LAN Standard/Frequency, Ghz - - -

Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/
UPNP/RTSP

Partizan MAC protocol, DHCP, DNS, 
DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 

UPnP, SNMP, HTTPS, FTP
DDNS/IPFilter/E-mail/NTP/PPPoE/

UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish English

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port 8899 80 80
RTSP port 554 554 554

RTSP string
rtsp://IPaddress:port/

user=admin&password=admin& 
channel=1&stream=0.sdp?

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Snapshot capture link
http://IPaddress/webcapture. 

jpg?command=snap&channel=1&user= 
admin&password=admin

http://IPaddress/action/
snapshot?channel=1

http://IPaddress/action/
snapshot?channel=1

Control port 34567 9988 9988
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE)
Monitoring program Partizan Partizan Partizan
Mobile software (support) Partizan Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ ONVIF 2.6+ (Profile S, Profile G) ONVIF 2.6+

Size, mm
Total length 90 90 89.9
Housing Ø106x90 Ø100x90 Ø126.6x89.9
Bracket - - -

Weight, g 375 700 375

Power Supply V/A DC12V/0,5A DC12V/0,5A DC12V/0,5A
PoE Class/W 0/6 0/6 0/6

Alarm Inputs/Outputs -/- -/- -/-

Audio Built-in mic/speaker +/- -/- -/-
Inputs/Outputs -/- -/- -/-

Memory/SIM Card MicroSD (≤128Gb)/- MicroSD (≤128Gb)/- -/-
Accessories - - -
Housing material, plastic/metal -/+ -/+ -/+
Bracket material, plastic/metal - - -
IP/IK rating 66/- 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60 -40 - +60



WWW.PARTIZAN.GLOBAL

IP CAMERAS

22

DOME CAMERAS
Varifocal Lens

IPD-VF2MP-IR SE Cloud IPD-VF5MP-IR Starlight Cloud

Photo

Sensor 1/2.9” FullHD CMOS 1/2.5” CMOS
Pixel Size, μm 2.9x2.9 2.0x2.0

Resolution, 
pixels@fps

Mainstream (max) PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

PAL: 2592x1944@15, 2560x1440@20, 1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 1920x1080@20

Substream (max) PAL: 704x576@25; NTSC: 704x576@30 PAL: 704x576@25; NTSC: 704x576@30
Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.0001 0.01
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions Human detection (more functions when using together with 
Cloud-series NVR)

Human detection (more functions when using together with 
Cloud-series NVR)

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 128-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.8-12 2.8-12
Iris, F 1,4 1,4
Angle of 
View, °

Horizontal 91-27 91-27
Vertical 75-20 75-20

Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto +/- +/-
Distance, m ≤30 ≤30
Number of LEDs, pcs. 24 SMD 24 SMD
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8899 8899
RTSP port 554 554

RTSP string rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/webcapture.jpg?command=snap&
channel=1&user=admin&password=admin

http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 93 90
Housing Ø120x93 Ø130x90
Bracket - -

Weight, g 600 700

Power Supply
V/A DC12V/0.5A DC12V/0.5A
PoE Class/W 0/6 0/6

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs +/- +/-

Memory/SIM Card -/- -/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal - -
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60
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DOME CAMERAS
Motorized Lens

IPD-VF5MP-IR AF Starlight SH IPD-VF5MP-IR AF Starlight SH 1.0 IPD-VF5MP-IR AF 4K Starlight SH

Photo

Sensor 1/2.8” Sony Starvis 1/2.8" Sony Starvis 1/2.8” Sony Starlight 4K
Pixel Size, μm 1.45х1.45 2.0х2.0 2.0х2.0

Resolution, 
pixels@fps

Mainstream (max)
PAL: 3840x2160@20, 2592x1944@25, 

1920x1080@25;  
NTSC: 3840x2160@20, 2592x1944@30, 

1920x1080@30

PAL: 2592x1944@20, 1920x1080@25;
NTSC: 2592x1944@20, 1920x1080@30

PAL: 2592x1944@20, 1920x1080@25; 
NTSC: 2592x1944@20, 1920x1080@30

Substream (max)
PAL: 1280х720@25, 640x480@25, 

320x240@25;  
NTSC: 1280х720@30, 640x480@30, 

320x240@30

PAL: 1280х720@25, 640x480@25, 
320x240@25

NTSC: 1280х720@30, 64;0x480@30, 
320x240@30

PAL: 1280х720@25, 640x480@25, 
320x240@25;  

NTSC: 1280х720@30, 640x480@30, 
320x240@30

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.1 0.01 0.01
Dynamic range WDR, dB 120 120 120
S/N ratio, dB 48 48 48

Video functions BLC, DWDR, AGC, Slow Shutter, 
Privacy Masks

BLC, DWDR, AGC, Slow Shutter,  
Privacy Masks

BLC, DWDR, AGC, Slow Shutter, 
Privacy Masks

Smart functions

Perimeter Intrusion Detection,  
Line Crossing Detection,  

Stationary Object Detection,  
Pedestrian Detection, Face Detection, 

Cross Counting, Face Recognition

Perimeter Intrusion Detection,  
Line Crossing Detection,  

Stationary Object Detection,
Pedestrian Detection, Face Detection, 

Cross Counting, Face Recognition

Perimeter Intrusion Detection,  
Line Crossing Detection,  

Stationary Object Detection,  
Pedestrian Detection, Face Detection, 

Cross Counting, Face Recognition
Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/5-1/20000 1/5-1/20000 1/5-1/20000
Manual 1/5-1/20000 1/5-1/20000 1/5-1/20000

Bitrate Type, 
kb/s

Constant 8-16384 8 -8192 8-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.7-13.5 2.7-13.5 2.7-13.5
Iris, F 1.4 1.8 1.8
Angle of 
View, °

Horizontal 105-37 110-33 110-33
Vertical 58-17 60-15 60-15

Lens Type Spherical Spherical Spherical
Lens mount М12 М12 М12
Control, Manual/Auto -/+ -/+ -/+
Distance, m ≤50 ≤50 ≤50
Number of LEDs, pcs. 4, Array 2, Array 4, Array
Beam Spread, ° 60 60 60
Wavelength, nm 850 850 850
IR Cut Filter, Manual/Auto -/+ -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - - -
Wireless LAN Standard/Frequency, Ghz - - -

Network functions
Partizan MAC protocol, DHCP, DNS, 

DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 
UPnP, SNMP, HTTPS, FTP

Partizan MAC protocol, DHCP, DNS, 
DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 

UPnP, SNMP, HTTPS, FTP

Partizan MAC protocol, DHCP, DNS, 
DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 

UPnP, SNMP, HTTPS, FTP

Languages supported English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish

English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish

English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port 80 80 80
RTSP port 554 554 554

RTSP string Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Snapshot capture link http://IPaddress/action/snapshot?channel=1 http://IPaddress/action/snapshot?channel=1 http://IPaddress/action/snapshot?channel=1
Control port 9988 9988 9988
Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE)
Monitoring program Partizan Partizan Partizan
Mobile software (support) Partizan Partizan Partizan
Protocol integration ONVIF 2.6+ (Profile S, Profile G) ONVIF 2.6+ (Profile S, Profile G) ONVIF 2.6+ (Profile S, Profile G)

Size, mm
Total length 127.11 109 117
Housing Ø134.03x127.11 Ø149x109 Ø147x117
Bracket - - -

Weight, g 900 810 810

Power Supply V/A DC12V/0.8A DC12V/0.8A DC12V/0.8A
PoE Class/W 0/12 0/12 0/12

Alarm Inputs/Outputs +/+ +/+ +/+

Audio Built-in mic/speaker -/- -/- -/-
Inputs/Outputs +/+ +/+ +/+

Memory/SIM Card Micro SD (≤128Gb)/- Micro SD (≤128Gb)/- Micro SD (≤128Gb)/-
Accessories - - -
Housing material, plastic/metal -/+ -/+ -/+
Bracket material, plastic/metal - - -
IP/IK rating 66/- 66/10 66/10
Operating temperature, °C -40 - +60 -40 - +60 -40 - +60
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BULLET CAMERAS
Fixed Focal Lens

IPO-2SP SE Cloud IPO-5SP Starlight Cloud

Photo

Sensor 1/2.9” FullHD CMOS 1/2.5” CMOS
Pixel Size, μm 2.9x2.9 2.0x2.0

Resolution, 
pixels@fps

Mainstream (max) PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

PAL: 2592x1944@15, 2560x1440@20, 1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 1920x1080@20

Substream (max) PAL: 704x576@25; NTSC: 704x576@30 PAL: 704x576@25; NTSC: 704x576@30
Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.0001 0.01
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions Human detection (more functions when using together with 
Cloud-series NVR)

Human detection (more functions when using together with 
Cloud-series NVR)

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 128-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2,8 2,8
Iris, F 1,4 1,4
Angle of 
View, °

Horizontal 89 93
Vertical 58 61

Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto - -
Distance, m ≤30 ≤30
Number of LEDs, pcs. 30 30
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8899 8899
RTSP port 554 554

RTSP string rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 180 180
Housing Ø63x105 Ø63x105
Bracket Ø55x75 Ø55x75

Weight, g 300 300

Power Supply
V/A DC12V/0,5A DC12V/0,5A
PoE Class/W 0/6 0/6

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs -/- -/-

Memory/SIM Card -/- -/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal -/+ -/+
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60
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BULLET CAMERAS
Fixed Focal Lens

IPO-5SP SDM Starlight IPO-5SP Starlight SH IPO-5SP 4K

Photo

Sensor 1/2.7” Progressive scan CMOS 1/2.8" CMOS 1/2.3” OmniVision 4K
Pixel Size, μm 2.0х2.0 1.62x1.62 1.62х1.62

Resolution, 
pixels@fps

Mainstream (max)
PAL: 2592x1944@15, 2592x1520@20, 

1920x1080@25; 
NTSC: 2592x1944@15, 2592x1520@20, 

1920x1080@25

PAL: 2592x1944@20, 1920x1080@25;
NTSC: 2592x1944@20, 1920x1080@30

PAL: 3840x2160@15, 2592x1944@15, 
2592x1520@15, 1920x1080@15;  

NTSC: 3840x2160@15, 2592x1944@15, 
2592x1520@15, 1920x1080@15

Substream (max) PAL: 640x480@25, 320x240@25; 
NTSC: 640x480@25, 320x240@25

PAL: 1920x1080@12, 1280х720@25, 
640x480@25, 320x240@25;

NTSC: 1920x1080@12 ,1280х720@30, 
640x480@30, 320x240@30

PAL: 1280х720@15, 640x480@15, 
320x240@15; 

NTSC: 1280х720@15, 640x480@15, 
320x240@15

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.05 0.01 0.1
Dynamic range WDR, dB 74 72 72
S/N ratio, dB 39 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, ABF, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions -
Perimeter Intrusion Detection, Line Crossing 

Detection, Stationary Object Detection, 
Pedestrian Detection, Face Detection,  

Cross Counting, Face Recognition
-

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/5-1/20000 1/5-1/20000 1/5-1/20000
Manual 1/5-1/20000 1/5-1/20000 1/5-1/20000

Bitrate Type, 
kb/s

Constant 8-8192 256-16384 8-16384
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 3.6 3.6 2,8
Iris, F 2.0 1.4 2.0
Angle of 
View, °

Horizontal 87 88 105
Vertical 47 57 86

Lens Type Spherical Spherical Spherical
Lens mount М12 М12 М12
Control, Manual/Auto - - -
Distance, m IR ≤20, Floodlight ≤10 ≤30 ≤30
Number of LEDs, pcs. 2, Array 2, SMD 18, SMD
Beam Spread, ° 100 60 60
Wavelength, nm 850 850 850
IR Cut Filter, Manual/Auto -/+ -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - - -
Wireless LAN Standard/Frequency, Ghz - - -

Network functions
Partizan MAC protocol, DHCP, DNS, 

DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 
UPnP, SNMP, HTTPS, FTP

Partizan MAC protocol, DHCP, DNS, 
DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 

UPnP, SNMP, HTTPS, FTP
DDNS/IPFilter/E-mail/NTP/PPPoE/

UPNP/FTP/RTSP

Languages supported English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish

English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish English

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port 80 80 80
RTSP port 554 554 554

RTSP string Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Snapshot capture link http://IPaddress/action/
snapshot?channel=1

http://IPaddress/action/
snapshot?channel=1

http://IPaddress/action/
snapshot?channel=1

Control port 9988 9988 9988
Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE)
Monitoring program Partizan Partizan Partizan
Mobile software (support) Partizan Partizan Partizan
Protocol integration ONVIF 2.6+ (Profile S, Profile G) ONVIF 2.6+ (Profile S, Profile G) ONVIF 2.6+ (Profile S, Profile G)

Size, mm
Total length 140.3 151 130
Housing Ø71.1x70 Ø71x80 Ø72x60
Bracket Ø88.4x70.3 Ø69x71 Ø72x70

Weight, g 700 700 350

Power Supply V/A DC12V/0.35A DC12V/0.5A DC12V/0.5A
PoE Class/W 0/4.2 0/6 0/6

Alarm Inputs/Outputs -/- -/- -/-

Audio Built-in mic/speaker +/+ -/- +/-
Inputs/Outputs -/- -/- -/-

Memory/SIM Card Micro SD (≤128Gb)/- Micro SD (≤128Gb)/- Micro SD (≤128Gb)/-

Accessories Built-in PIR Sensor (Range: 7 m, Angle: 
115 °) - -

Housing material, plastic/metal -/+ -/+ -/+
Bracket material, plastic/metal -/+ -/+ -/+
IP/IK rating 66/- 66/- 66/-
Operating temperature, °C -20 - +40 -40 - +60 -40 - +60
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BULLET CAMERAS
Varifocal Lens

IPO-VF2MP SE Cloud IPO-VF5MP Starlight Cloud

Photo

Sensor 1/2.9” FullHD CMOS 1/2.5” CMOS
Pixel Size, μm 2.9x2.9 2.0x2.0

Resolution, 
pixels@fps

Mainstream (max) PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

PAL: 2592x1944@15, 2560x1440@20, 1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 1920x1080@20

Substream (max) PAL: 704x576@25; NTSC: 704x576@30 PAL: 704x576@25; NTSC: 704x576@30
Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.0001 0.01
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions Human detection (more functions when using together with 
Cloud-series NVR)

Human detection (more functions when using together with 
Cloud-series NVR)

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 128-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.8-12 2.8-12
Iris, F 1,4 1,4
Angle of 
View, °

Horizontal 91-27 91-27
Vertical 75-20 75-20

Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto +/- +/-
Distance, m ≤60 ≤60
Number of LEDs, pcs. 8 array LED 8 array LED
Beam Spread, ° 60 30
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8899 8899
RTSP port 554 554

RTSP string rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 280.5 280.5
Housing Ø84x152.5 Ø84x152.5
Bracket Ø84x128 Ø84x128

Weight, g 750 750

Power Supply
V/A DC12V/0,5А DC12V/0,5А
PoE Class/W 0/6 0/6

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs -/- -/-

Memory/SIM Card -/- -/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal -/+ -/+
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60
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BULLET CAMERAS
Long Range Varifocal Lens

IPO-VF5LP Starlight Cloud IPO-VF5RP Starlight Cloud

Photo

Sensor 1/2.5” CMOS 1/2.5” CMOS
Pixel Size, μm 2.0x2.0 2.0x2.0

Resolution, 
pixels@fps

Mainstream (max) PAL: 2592x1944@15, 2560x1440@20, 1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 1920x1080@20

PAL: 2592x1944@15, 2560x1440@20, 1920x1080@20; 
NTSC: 2592x1944@15, 2560x1440@20, 1920x1080@20

Substream (max) PAL: 704x576@25; NTSC: 704x576@30 PAL: 704x576@25; NTSC: 704x576@30
Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.01 0.01
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks

Smart functions Human detection (more functions when using together with 
Cloud-series NVR)

Human detection (more functions when using together with
Cloud-series NVR)

Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 128-8192 128-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 6-22 5-50
Iris, F 1.4 1.4
Angle of 
View, °

Horizontal 51-13 59-6.5
Vertical 39-9.8 46-4.9

Lens Type Spherical Aspherical
Lens mount М12 М12
Control, Manual/Auto +/- +/-
Distance, m ≤60 ≤100
Number of LEDs, pcs. 8 array LED 4 array LED
Beam Spread, ° 60 60-10
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8899 8899
RTSP port 554 554

RTSP string rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://IPaddress:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Snapshot capture link http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

http://IPaddress/webcapture.jpg?command=snap& 
channel=1&user=admin&password=admin

Control port 34567 34567
Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Size, mm
Total length 280.5 355
Housing Ø84x152.5 230x100x110
Bracket Ø84x128 Ø84x125

Weight, g 750 1700

Power Supply
V/A DC12V/1А DC12V/1.0А
PoE Class/W 0/12 0/12

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs -/- -/-

Memory/SIM Card -/- -/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal -/+ -/+
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60
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BULLET CAMERAS
Motorized Lens

IPO-VF5MP AF Starlight Cloud IPO-VF5MP AF Starlight SH IPO-VF5MP AF 4K Starlight SH

Photo

Sensor 1/2.8″ Sony Starvis Starlight 1/2.8” Sony Starvis 1/2.8” Sony Starlight 4K
Pixel Size, μm 2.0x2.0 2.0х2.0 1.45х1.45

Resolution, 
pixels@fps

Mainstream (max)

 PAL: 2592x1944@15, 2560x1440@20, 
1920x1080@20;

NTSC: 2592x1944@15, 2560x1440@20, 
1920x1080@20

PAL: 2592x1944@20, 1920x1080@25; 
NTSC: 2592x1944@20, 1920x1080@30

PAL: 3840x2160@20, 2592x1944@25, 
1920x1080@25;  

NTSC: 3840x2160@20, 2592x1944@30, 
1920x1080@30

Substream (max) PAL: 704x576@25;  
NTSC: 704x576@30

PAL: 1920x1080@12, 1280х720@25, 
640x480@25, 320x240@25

NTSC: 1920x1080@12 ,1280х720@30, 
640x480@30, 320x240@30

PAL: 1280х720@25, 640x480@25, 
320x240@25;  

NTSC: 1280х720@30, 640x480@30, 
320x240@30

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.01 0.01 0.1
Dynamic range WDR, dB 72 120 120
S/N ratio, dB 48 48 48

Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks BLC, DWDR, AGC, Slow Shutter, 
Privacy Masks

BLC, DWDR, AGC, Slow Shutter, 
Privacy Masks

Smart functions -

Perimeter Intrusion Detection, Line 
Crossing Detection, Stationary Object 

Detection, Pedestrian Detection, 
Face Detection, Cross Counting, Face 

Recognition

Perimeter Intrusion Detection, Line 
Crossing Detection, Stationary Object 

Detection, Pedestrian Detection, 
Face Detection, Cross Counting, Face 

Recognition
Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/5-1/20000 1/5-1/20000
Manual 0.256-65.536 1/5-1/20000 1/5-1/20000

Bitrate Type, 
kb/s

Constant 1024-8192 8-8192 8-16384
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.8-12 2.7-13.5 2.7-13.5
Iris, F 1,4 1.8 1,4
Angle of 
View, °

Horizontal 89-26 110-33 105-37
Vertical 58-15 60-15 58-17

Lens Type Spherical Spherical Spherical
Lens mount М12 М12 М12
Control, Manual/Auto -/+ -/+ -/+
Distance, m ≤60 ≤50 ≤50
Number of LEDs, pcs. 8 array LED 4, Array 4, Array
Beam Spread, ° 30 60 60
Wavelength, nm 850 850 850
IR Cut Filter, Manual/Auto -/+ -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - - -
Wireless LAN Standard/Frequency, Ghz - - -

Network functions DDNS/IPFilter/E-mail/NTP/UPNP/RTSP
Partizan MAC protocol, DHCP, DNS, 

DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 
UPnP, SNMP, HTTPS, FTP

Partizan MAC protocol, DHCP, DNS, 
DDNS, RTP/RTSP, PPPoE, SMTP, NTP, 

UPnP, SNMP, HTTPS, FTP

Languages supported English English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish

English, Francais, Deutsch, Italiano, 
Portuguese, Russian, Spanish, Turkish

Default IP address DHCP (Auto) DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin admin/admin
HTTP port 80 80 80
ONVIF port 80 80 80
RTSP port 8899 554 554

RTSP string rtsp://IPaddress:port/user=admin&password= 
admin&channel=1&stream=0.sdp?

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Main stream: rtsp://ip:port/Ch01/0 
Substream: rtsp://ip:port/Ch01/1

Snapshot capture link
http://IPaddress/webcapture.jpg?command= 

snap&channel=1&user=admin&password= 
admin

http://IPaddress/action/snapshot? 
channel=1

http://IPaddress/action/snapshot? 
channel=1

Control port 34567 9988 9988

Configuration software Partizan (Setup Tool),  
Partizan Device Manager

Partizan (Setup Tool),  
Web interface (IE)

Partizan (Setup Tool),  
Web interface (IE)

Monitoring program Partizan Partizan Partizan
Mobile software (support) Partizan Partizan Partizan
Protocol integration ONVIF 2.4+ ONVIF 2.6+ (Profile S, Profile G) ONVIF 2.6+ (Profile S, Profile G)

Size, mm
Total length 280.5 242.12 242
Housing Ø84x152.5 87.4x83.88x144.75 Ø84x128
Bracket Ø84x128 97.37 Ø84x114

Weight, g 750 900 750

Power Supply V/A DC12V/0,5А DC12V/0.8А DC12V/0.8А
PoE Class/W 0/6 0/12 0/6

Alarm Inputs/Outputs -/- +/+ +/+

Audio Built-in mic/speaker -/- -/- -/-
Inputs/Outputs -/- +/+ +/+

Memory/SIM Card -/- Micro SD (≤128Gb)/- Micro SD (≤128Gb)/-
Accessories - - -
Housing material, plastic/metal -/+ -/+ -/+
Bracket material, plastic/metal -/+ - -/+
IP/IK rating 66/- 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60 -40 - +60
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PANORAMIC CAMERAS
Fixed Focal Lens

IPF-5SP IPF-5SP 4K

Photo

Sensor 1/2.9” Sony Progressive CMOS 1/1.7” Sony Progressive CMOS
Pixel Size, μm 1.62х1.62 1.85х1.85

Resolution, 
pixels@fps

Mainstream (max)

PAL: 2160x2160@15, 1520x1520@15, 1080x1080@15, 
720x720@15;  

NTSC: 2160x2160@15, 1520x1520@15, 1080x1080@15, 
720x720@15

PAL: 3000x3000@25, 2560x2560@25, 2160x2160@25, 
1520x1520@25, 1080x1080@25, 720x720@25; 

NTSC: 3000x3000@30, 2560x2560@30, 2160x2160@30, 
1520x1520@30, 1080x1080@30, 720x720@30

Substream (max) PAL: 720х720@15, 480x480@15, 240x240@15; 
NTSC: 720х720@15, 480x480@15, 240x240@15

PAL: 1080x1080@25, 720х720@25, 480x480@25, 240x240@25; 
NTSC: 1080x1080@30, 720х720@30, 480x480@30, 240x240@30

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.1 0.01
Dynamic range WDR, dB 72 72
S/N ratio, dB 48 48
Video functions AES, AGC, AWB, BLC, OSD, PrivacyMasks AES, AGC, AWB, BLC, OSD, PrivacyMasks
Smart functions - -
Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/5-1/20000 1/5-1/20000
Manual 1/5-1/20000 1/5-1/20000

Bitrate Type, 
kb/s

Constant 8-8192 8-16384
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 1.1 2.0
Iris, F 2.0 2.4
Angle of 
View, °

Horizontal
360 360

Vertical
Lens Type Spherical Spherical
Lens mount М12 М12
Control, Manual/Auto - -
Distance, m ≤5 ≤5
Number of LEDs, pcs. 3, SMD 3, SMD
Beam Spread, ° - 850
Wavelength, nm 850 -/+
IR Cut Filter, Manual/Auto -/+ ~
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -

Network functions Partizan MAC protocol/DDNS/IPFilter/E-mail/NTP/PPPoE/
UPNP/FTP/RTSP

Partizan MAC protocol/DDNS/IPFilter/E-mail/NTP/PPPoE/
UPNP/FTP/RTSP

Languages supported English, Francais, Deutsch, Italiano, Portuguese, Russian, 
Spanish, Turkish

English, Francais, Deutsch, Italiano, Portuguese, Russian, 
Spanish, Turkish

Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 80 80
RTSP port 554 554

RTSP string Main stream: rtsp://admin:admin@ip:port/ch01/0 
Substream: rtsp://admin:admin@ip:port/ch01/1

Main stream: rtsp://admin:admin@ip:port/ch01/0 
Substream: rtsp://admin:admin@ip:port/ch01/1

Snapshot capture link http://IPaddress/action/snapshot?channel=1 http://IPaddress/action/snapshot?channel=1
Control port 9988 9988
Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE)
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration ONVIF 2.6+ ONVIF 2.6+

Size, mm
Total length 56 56
Housing Ø120x56 Ø120x56
Bracket - -

Weight, g 400 400

Power Supply
V/A DC12V/0.4А DC12V/0.6А
PoE Class/W 0/5 0/7

Alarm Inputs/Outputs +/+ +/+

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs +/+ +/+

Memory/SIM Card MicroSD (≤128Gb)/- MicroSD (≤128Gb)/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal - -
IP/IK rating 64/- 64/-
Operating temperature, °C -40 - +60 -40 - +60
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SPEEDDOME CAMERAS
PTZ

IPD-VF5MP-IR PTZ Starlight IPS-220X-IR SE AI Starlight

Photo

Sensor 1/2.8” Sony Starlight 1/2.8” Sony Starlight
Pixel Size, μm 2.0x2.0 2.9x2.9

Resolution, 
pixels@fps

Mainstream (max) PAL:2592x1944@25fps, 1920x1080@25, 1280x720@25; 
NTSC:2592x1944@30fps, 1920x1080@30, 1280x720@30

PAL: 1920x1080@25, 1280x720@25; 
NTSC: 1920x1080@30, 1280x720@30

Substream (max) PAL:640x480@25, 320х240@25; 
NTSC:640x480@30, 320х240@30

PAL:640x480@25, 352х240@25; 
NTSC:640x480@30, 320х240@30

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.002 0.001
Dynamic range WDR, dB 90 90
S/N ratio, dB 50 50
Video functions AES, AGC, AWB, ABF, BLC, OSD, PrivacyMasks, DWDR AES, AGC, AWB, ABF, BLC, OSD, PrivacyMasks, DWDR
Smart functions - Auto Tracking, Face Detection
Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 1024-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 2.8-12 5.3-96.3
Iris, F 1,4 1.6-2.7
Angle of 
View, °

Horizontal 89-26 53-2.7
Vertical 58-15 35-1.3

Lens Type Spherical Spherical
Lens mount М12 М12

Control, Manual/Auto -/+, Pan: 355 °, Tilt: 70 °, Optical zoom: 4x, 
PT Speed: 0.1~25/0.1~20 s

-/+, Pan: 360 °, Tilt: 93 °, Optical zoom: 18x, 
PT Speed: 0.1~100/0.1~80 s

Distance, m ≤35 ≤60
Number of LEDs, pcs. 2, Array LED 6, Array
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP
Languages supported English English
Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8999 8999
RTSP port 554 554

RTSP string Main stream: rtsp://ip:port/1/h264major 
Substream: rtsp://ip:port/1/h264minor

Main stream: rtsp://ip:port/1/h264major 
Substream: rtsp://ip:port/1/h264minor

Snapshot capture link http://IPaddress/jpgimage/1/image.jpg http://IPaddress/jpgimage/1/image.jpg
Control port 8088 8088
Configuration software Web interface (IE) Web interface (IE)
Monitoring program Web interface (IE) Web interface (IE)
Mobile software (support) - -
Protocol integration ONVIF 2.4+ ONVIF 2.4+

Size, mm
Total length 96 208
Housing Ø110x96 Ø136x210
Bracket - 115x80x154

Weight, g 360 1560

Power Supply
V/A DC12V/2.0А DC12V/3.0А
PoE Class/W 0/10 -

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs -/- +/+

Memory/SIM Card -/- -/-
Accessories - -
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal - -/+
IP/IK rating 66/10 66/-
Operating temperature, °C -40 - +60 -40 - +60
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SPEEDDOME CAMERAS
PTZ

IPS-220X-IR AI Starlight IPS-230X-IR Starlight

Photo

Sensor 1/2.8” Sony Starlight 1/2.8” Sony Starlight
Pixel Size, μm 2.0x2.0 2.0x2.0

Resolution, 
pixels@fps

Mainstream (max) PAL:2592x1944@25fps, 1920x1080@25, 1280x720@25; 
NTSC:2592x1944@30fps, 1920x1080@30, 1280x720@30

PAL:2592x1944@25fps, 1920x1080@25, 1280x720@25; 
NTSC:2592x1944@30fps, 1920x1080@30, 1280x720@30

Substream (max) PAL:640x480@25, 320х240@25; 
NTSC:640x480@30, 320х240@30

PAL:640x480@25, 320х240@25; 
NTSC:640x480@30, 320х240@30

Day/Night mode Auto, Colour, Black&White Auto, Colour, Black&White
Sensitivity, Lux 0.002 0.002
Dynamic range WDR, dB 90 90
S/N ratio, dB 50 50
Video functions AES, AGC, AWB, ABF, BLC, OSD, PrivacyMasks, DWDR AES, AGC, AWB, ABF, BLC, OSD, PrivacyMasks, DWDR
Smart functions Auto Tracking, Face Detection -
Codec profile H.264/H.265 Baseline / Main / High Baseline / Main / High
Exposure 
mode, s

Auto 1/50-1/10000 1/50-1/10000
Manual 0.256-65.536 0.256-65.536

Bitrate Type, 
kb/s

Constant 1024-8192 1024-8192
Variable Worst/Worse/General/Good/Better/Best Worst/Worse/General/Good/Better/Best

Focal length, mm 5.3-96.3 4.6-167
Iris, F 1.6-2.7 1.6-2.7
Angle of 
View, °

Horizontal 53-2.7 54-2
Vertical 35-1.3 38-1

Lens Type Spherical Spherical
Lens mount М12 М12

Control, Manual/Auto -/+, Pan: 360 °, Tilt: 93 °, Optical zoom: 18x, 
PT Speed: 0.1~100/0.1~80 s

-/+, Pan: 360 °, Tilt: 93 °, Optical zoom: 36x, 
PT Speed: 0.1~200/0.1~60 s

Distance, m ≤120 ≤150
Number of LEDs, pcs. 7 IR LED + 2 Laser LED 6 IR LED + 3 Laser LED
Beam Spread, ° 60 60
Wavelength, nm 850 850
IR Cut Filter, Manual/Auto -/+ -/+
Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)
4G/3G - -
Wireless LAN Standard/Frequency, Ghz - -
Network functions DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP DDNS/IPFilter/E-mail/NTP/UPNP/FTP/RTSP
Languages supported English English
Default IP address DHCP (Auto) DHCP (Auto)
Username/Password admin/admin admin/admin
HTTP port 80 80
ONVIF port 8999 8999
RTSP port 554 554

RTSP string Main stream: rtsp://ip:port/1/h264major 
Substream: rtsp://ip:port/1/h264minor

Main stream: rtsp://ip:port/1/h264major 
Substream: rtsp://ip:port/1/h264minor

Snapshot capture link http://IPaddress/jpgimage/1/image.jpg http://IPaddress/jpgimage/1/image.jpg
Control port 8088 8088
Configuration software Web interface (IE) Web interface (IE)
Monitoring program Web interface (IE) Web interface (IE)
Mobile software (support) - -
Protocol integration ONVIF 2.4+ ONVIF 2.4+

Size, mm
Total length 259.6 241
Housing Ø173.2x270 Ø152x247
Bracket 130x100x203 120x76x219

Weight, g 2500 2150

Power Supply
V/A DC12V/3.0А DC12V/3.0А
PoE Class/W - 0/15

Alarm Inputs/Outputs -/- -/-

Audio
Built-in mic/speaker -/- -/-
Inputs/Outputs +/+ -/-

Memory/SIM Card -/- MicroSD (≤128Gb)/-
Accessories - ~
Housing material, plastic/metal -/+ -/+
Bracket material, plastic/metal -/+ -/+
IP/IK rating 66/- 66/-
Operating temperature, °C -40 - +60 -40 - +60



WWW.PARTIZAN.GLOBAL

IP NVR’s

32

NETWORK VIDEO RECORDERS WITH POE
4 CHANNEL

NVD-411 POE NVH-452 POE

Photo

Maximum connected cameras, pcs. 
(max/min resolution) 4/8 4/4

Operating system Embedded Linux Embedded Linux

System resources Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Record, channels x resolution @ fps 9x5Mp@25, 4x5Mp@25, 8x2Mp@25 4x8Mp@25, 4x1080p@25

Record storage, HDD/network +/+ +/+

Video compression H.264/H.265 H.264/H.265

Space occupation for 
25 fps/1 channel 
(per day)

Video ~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), 
~20Gb(D1), ~4.8Gb(CIF)

~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), 
~20Gb(D1), ~4.8Gb(CIF)

Audio 0.69Gb 0.69Gb

Playback archive records, channels 
x resolution @ fps 1x5Mp@25, 1x4Mp@25 2x8Mp@25, 4x1080p@25

Backup mode, network/USB +/+ +/+

Preview screen 1/4/8 1/4

Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule

Audio compression G.711A G.711A

Two-way audio - -

Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)

Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/FTP/RTSP NiP/DDNS/IPFilter/Email/NTP/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

English, Russian, Arabic, French, Polish, Romanian, Hungarian, 
Italian, Czech

Default IP address DHCP (Auto) DHCP (Auto)

Default username/password admin/admin admin/admin

HTTP port 80 80

RTSP port 554 554

RTSP string rtsp://ip:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

rtsp://ip:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Control port 34567 34567

Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Partizan Device Manager

Monitoring program Partizan, Partizan CMS, Partizan VMS Partizan, Partizan CMS, Partizan VMS

Mobile software (support) Partizan Partizan

Protocol integration Partizan SDK, ONVIF 2.4+ Partizan SDK, ONVIF 2.4+

Display quality 1920x1080; 1440x900; 1280x1024; 1280x720; 1024x768 4K; 1920x1080; 1440x900; 1280x1024; 1280x720; 1024x768

Video Inputs/Outputs -/1ch VGA, 1ch HDMI -/1ch VGA, 1ch HDMI

Audio Inputs/Outputs -/1ch RCA -/-

Alarm Inputs/Outputs -/- -/-

PTZ control, port/protocol support Network Network

USB 2xUSB2.0 2xUSB2.0

Internal SATA, pcs x max.Tb 1x8 1x8

External SATA, pcs x max.Tb - -

External eSATA, pcs x max.Tb - -

HDD operation mode Single HDD Single HDD

Channels / Functions - -

Size, mm 255x236x44 255x236x44

Weight, g 1200 1800

Accessories Optical mouse, power adapter, IR remote Optical mouse, power adapter

Power supply DC48V, 1.5A DC48V, 1.5A

PoE/Class 4xRJ45/0 4xRJ45/0

Housing material, plastic/metal -/+ -/+

Front material, plastic/metal +/- +/-

Operating temperature, °C 0 - +50 0 - +50

*Please note, HDD is not included in the kit!
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NETWORK VIDEO RECORDERS WITH POE
8 CHANNEL

NVD-811 POE NVH-852 POE SH

Photo

Maximum connected cameras, pcs. 
(max/min resolution) 4/8 8

Operating system Embedded Linux Embedded Linux

System resources Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Record, channels x resolution @ fps 9x5Mp@25, 4x5Mp@25, 8x2Mp@25 8x8Mp@25, 8x5Mp@25, 8x2Mp@25

Record storage, HDD/network +/+ +/+

Video compression H.264/H.265 H.264/H.265

Space occupation for 
25 fps/1 channel 
(per day)

Video ~80Gb(1080p), ~46Gb(960p), ~34Gb(720p),  
|~20Gb(D1), ~4.8Gb(CIF)

~80Gb(1080p), ~46Gb(960p), ~34Gb(720p),  
~20Gb(D1), ~4.8Gb(CIF)

Audio 0.69Gb 0.69Gb

Playback archive records, channels 
x resolution @ fps 1x5Mp@25, 1x4Mp@25 2x8Mp@15, 3x5Mp@15, 8x2Mp@15

Backup mode, network/USB +/+ +/+

Preview screen 1/4/8  1/4/6/8/9

Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule

Audio compression G.711A G.711A

Two-way audio - -

Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100/1000Base-T)

Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/FTP/RTSP Partizan MAC protocol/DDNS/IPFilter/ 
E-mail/NTP/PPPoE/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian,  
Hungarian, Italian, Czech

English, Francais, Deutsch, Italiano, Portuguese,  
Russian, Spanish, Turkish

Default IP address DHCP (Auto) DHCP (Auto)

Default username/password admin/admin admin/admin

HTTP port 80 80

RTSP port 554 554

RTSP string rtsp://ip:port/user=admin&password=admin& 
channel=1&stream=0.sdp?

Main stream: rtsp://ip:port/ChNN/0 (NN- Ch number) 
Substream: rtsp://ip:port/ChNN/1 (NN- Ch number)

Control port 34567 9988

Configuration software Partizan (Setup Tool), Partizan Device Manager Partizan (Setup Tool), Web interface (IE)

Monitoring program Partizan, Partizan CMS, Partizan VMS Partizan

Mobile software (support) Partizan Partizan

Protocol integration Partizan SDK, ONVIF 2.4+ ONVIF 2.6+

Display quality 1920x1080; 1440x900; 1280x1024; 1280x720; 1024x768 4K; 2560x1440; 1920x1080; 1440x900; 1280x1024;  
1280x720; 1024x768

Video Inputs/Outputs -/1ch VGA, 1ch HDMI -/1ch VGA, 1ch HDMI

Audio Inputs/Outputs -/1ch RCA -/1ch RCA

Alarm Inputs/Outputs -/- -/-

PTZ control, port/protocol support Network Network

USB 2xUSB2.0 2xUSB2.0

Internal SATA, pcs x max.Tb 1x8 1x8

External SATA, pcs x max.Tb - -

External eSATA, pcs x max.Tb - -

HDD operation mode Single HDD Single HDD

Channels / Functions -
Perimeter Intrusion Detection, Line Crossing Detection,  

Stationary Object Detection, Pedestrian Detection, Face Detection,  
Cross Counting, Face Recognition.  

Available only with SH-series cameras.

Size, mm 255x236x44 300x227x53

Weight, g 1200 2500

Accessories Optical mouse, power adapter, IR remote Optical mouse, power adapter

Power supply DC48V, 2.5A 48V1.5A

PoE/Class 8xRJ45/0 8xRJ45/0

Housing material, plastic/metal -/+ -/+

Front material, plastic/metal +/- +/-

Operating temperature, °C 0 - +50 0 - +50

*Please note, HDD is not included in the kit!
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NETWORK VIDEO RECORDERS WITH POE
16 CHANNEL

NVH-1622 POE SH NVH-1652 POE SH

Photo

Maximum connected cameras, pcs. 
(max/min resolution) 16 16

Operating system Embedded Linux Embedded Linux

System resources Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Record, channels x resolution @ fps 16x8Mp@25, 16x5Mp@25, 16x2Mp@25 16x8Mp@25, 16x5Mp@25, 16x2Mp@25
Record storage, HDD/network +/+ +/+
Video compression H.264/H.265 H.264/H.265

Space occupation for 
25 fps/1 channel 
(per day)

Video ~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), ~20Gb(D1), 
~4.8Gb(CIF)

~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), ~20Gb(D1), 
~4.8Gb(CIF)

Audio 0.69Gb 0.69Gb
Playback archive records, channels 
x resolution @ fps 2x8Mp@25, 2x5Mp@25, 8x2Mp@25 4x8Mp@25, 4x5Mp@25, 16x2Mp@25

Backup mode, network/USB +/+ +/+
Preview screen 1/4/6/8/9/10/13/14/16 1/4/6/8/9/10/13/14/16
Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule
Audio compression G.711A G.711A
Two-way audio + +
Network Interface RJ-45 (10/100/1000Base-T) RJ-45 (10/100/1000Base-T)

Network functions DDNS/IPFilter/E-mail/NTP/PPPoE/UPNP/FTP/RTSP Partizan MAC protocol/DDNS/IPFilter/E-mail/NTP/PPPoE/
UPNP/FTP/RTSP

Languages supported English, Francais, Deutsch, Italiano, Portuguese, Russian, 
Spanish, Turkish

English, Francais, Deutsch, Italiano, Portuguese, Russian, 
Spanish, Turkish

Default IP address DHCP (Auto) 192.168.1.10
Default username/password admin/admin admin/123456
HTTP port 80 80
RTSP port 554 554

RTSP string

Main stream: rtsp://ip:port/ChNN/0 
(NN- Ch number) 

Substream: rtsp://ip:port/ChNN/1 
(NN- Ch number)

Main stream: rtsp://ip:port/ChNN/0 
(NN- Ch number) 

Substream: rtsp://ip:port/ChNN/1 
(NN- Ch number)

Control port 9988 9988
Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE)
Monitoring program Partizan Partizan
Mobile software (support) Partizan Partizan
Protocol integration ONVIF 2.6+ ONVIF 2.6+

Display quality 4K; 2560x1440; 1920x1080; 1440x900; 1280x1024; 1280x720; 
1024x768

4K; 2560x1440; 1920x1080; 1440x900; 1280x1024; 1280x720; 
1024x768

Video Inputs/Outputs -/1ch VGA, 1ch HDMI -/1ch VGA, 1ch HDMI
Audio Inputs/Outputs 1ch RCA/1ch RCA 1ch RCA/1ch RCA
Alarm Inputs/Outputs -/- 16/1
PTZ control, port/protocol support Network Network
USB 2xUSB2.0, 1xUSB3.0 2xUSB2.0, 1xUSB3.0
Internal SATA, pcs x max.Tb 1x8 2x8
External SATA, pcs x max.Tb - -
External eSATA, pcs x max.Tb - 1x8
HDD operation mode Single HDD Single HDD

Channels / Functions

Perimeter Intrusion Detection,  
Line Crossing Detection, Stationary Object Detection, 

Pedestrian Detection, Face Detection, Cross Counting,  
Face Recognition. 

Available only with SH-series cameras.

Perimeter Intrusion Detection,  
Line Crossing Detection, Stationary Object Detection, 

Pedestrian Detection, Face Detection, Cross Counting,  
Face Recognition. 

Available only with SH-series cameras.
Size, mm 300x302x54 380x340x50
Weight, g 3500 4500
Accessories Optical mouse, power adapter Optical mouse, power adapter
Power supply 48V2.5A 48V3.75A
PoE/Class 16xRJ45/0 16xRJ45/0
Housing material, plastic/metal -/+ -/+
Front material, plastic/metal +/- +/-
Operating temperature, °C 0 - +50 0 - +50

*Please note, HDD is not included in the kit!
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NETWORK VIDEO RECORDERS
16 CHANNEL 32 CHANNEL

NVH-1622 PRO NVH-1652 PRO NVH-852

Photo

Maximum connected cameras, pcs. 
(max/min resolution) 16 16 8/32

Operating system Embedded Linux Embedded Linux Embedded Linux

System resources
Simultaneous multi-channel real-time 

recording, playback, network operation, 
USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, 

USB backup

Simultaneous multi-channel real-time 
recording, playback, network operation, USB 

backup

Record, channels x resolution @ fps

16x8Мр@25, 16x5.0Mp@25,  
16x2.0Mp (1920x1080)@25,  
16x1.3Mp (1280x960)@25,  
16x1.0Mp (1280x720)@25

16x8Мр@25, 16x5.0Mp@25,  
16x2.0Mp (1920x1080)@25,  
16x1.3Mp (1280x960)@25,  
16x1.0Mp (1280x720)@25

8x8Mp@25, 25x5Mp@25, 32x2Mp@25

Record storage, HDD/network +/+ +/+ +/+
Video compression H.264/H.265 H.264/H.265 H.264(HighProfile)/H.265

Space occupation for 
25 fps/1 channel 
(per day)

Video ~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~20Gb(D1), ~4.8Gb(CIF)

~80Gb(1080p), ~46Gb(960p), 
~34Gb(720p), ~20Gb(D1), ~4.8Gb(CIF)

~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), 
~20Gb(D1), ~4.8Gb(CIF)

Audio 0.69Gb 0.69Gb 0.69Gb

Playback archive records, channels 
x resolution @ fps

1x4K@25, 1x5.0Mp@25,  
4x2.0Mp (1920x1080)@25,  
4x1.3Mp (1280x960)@25,  
8x1.0Mp (1280x720)@25

1x4K@25, 1x5.0Mp@25,  
16x2.0Mp (1920x1080)@25,  
16x1.3Mp (1280x960)@25,  
16x1.0Mp (1280x720)@25

1x8Mp@25, 2x5Mp@25, 4x2Mp@25

Backup mode, network/USB +/+ +/+ +/+
Preview screen 1/4/9/16 1/4/9/16 1/4/8/16/24/32

Record mode Manual, Alarm, Motion Detection, 
Schedule

Manual, Alarm, Motion Detection, 
Schedule Manual, Alarm, Motion Detection, Schedule

Audio compression G.711A G.711A G.711A
Two-way audio + + +
Network Interface RJ-45 (10/100/1000Base-T) RJ-45 (10/100/1000Base-T) RJ-45 (10/100Base-T)

Network functions DHCP, PPPOE, DDNS, SMTP, SNTP, FTP, 
UPnP, P2P

DHCP, PPPOE, DDNS, SMTP, SNTP, FTP, 
UPnP, P2P

NiP/DDNS/IPFilter/Email/NTP/UPNP/FTP/
RTSP

Languages supported English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

English, Russian, Arabic, French, Polish, 
Romanian, Hungarian, Italian, Czech

Default IP address 192.168.1.10 192.168.1.10 DHCP (Auto)
Default username/password admin/123456 admin/123456 admin/admin
HTTP port 80 80 80
RTSP port 554 554 554

RTSP string rtsp://admin:admin@ip:port/
H.264?ch=1&subtype=1

rtsp://admin:admin@ip:port/
H.264?ch=1&subtype=1

rtsp://ip:port/
user=admin&password=admin& 

channel=1&stream=0.sdp?
Control port 8000 8000 34567

Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Partizan Device 
Manager

Monitoring program Partizan, Partizan CMS PRO Partizan, Partizan CMS PRO Partizan, Partizan CMS, Partizan VMS
Mobile software (support) Partizan Partizan Partizan
Protocol integration Onvif 2.4+ Onvif 2.4+ Partizan SDK, ONVIF 2.4+

Display quality 4K/5MP/3MP/1080P/960P/720P 4K/5MP/3MP/1080P/960P/720P 4K; 1920x1080; 1440x900; 1280x1024; 
1280x720; 1024x768

Video Inputs/Outputs -/1ch HDMI, 1ch VGA -/1ch HDMI, 1ch VGA -/1ch VGA, 1ch HDMI
Audio Inputs/Outputs 1ch RCA/1ch RCA 1ch RCA/1ch RCA -/1ch RCA
Alarm Inputs/Outputs 8/4 -/- -/-
PTZ control, port/protocol support Network, RS-485 Network Network
USB 2хUSB2.0 2хUSB2.0 2xUSB2.0
Internal SATA, pcs x max.Tb 2x10 2x10 2x8
External SATA, pcs x max.Tb - - -
External eSATA, pcs x max.Tb - - -
HDD operation mode Single HDD Single HDD Single HDD

Channels / Functions - 1ch Face Detection or 2ch Intrusion 
Detection -

Size, mm 360x262x48 360x311.5x48 350x295x45
Weight, g 2300 3000 2000
Accessories Optical mouse, power adapter, IR remote Optical mouse, power adapter, IR remote Optical mouse, power adapter, IR remote
Power supply 12V/3.3A AC220V 100W 50-60HZ DC12V, 4.0A
PoE/Class - - -
Housing material, plastic/metal -/+ -/+ -/+
Front material, plastic/metal +/- +/- +/-
Operating temperature, °C 0 - +50 0 - +50 0 - +50

*Please note, HDD is not included in the kit!
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NETWORK VIDEO RECORDERS
32 CHANNEL 64 CHANNEL
NVH-3252 SH NVH-6452 SH

Photo

Maximum connected cameras, pcs. 
(max/min resolution) 32 64

Operating system Embedded Linux Embedded Linux

System resources Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Simultaneous multi-channel real-time recording, playback, 
network operation, USB backup

Record, channels x resolution @ fps 32x8Mp@25, 32x5Mp@25, 32x2Mp@25 64x8Mp@25, 64x5Mp@25, 64x2Mp@25

Record storage, HDD/network +/+ +/+

Video compression H.264/H.265 H.264/H.265

Space occupation for 
25 fps/1 channel 
(per day)

Video ~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), ~20Gb(D1), 
~4.8Gb(CIF)

~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), 
~20Gb(D1), ~4.8Gb(CIF)

Audio 0.69Gb 0.69Gb

Playback archive records, channels 
x resolution @ fps 4x8Mp@25, 4x5Mp@25, 16x2Mp@25 4x8Mp@25, 4x5Mp@25, 16x2Mp@25

Backup mode, network/USB +/+ +/+

Preview screen 1/4/6/8/9/10/13/14/16/17/19/22/25/32/36 1/4/6/8/9/10/13/14/16/17/19/22/25/32/36/64

Record mode Manual, Alarm, Motion Detection, Schedule Manual, Alarm, Motion Detection, Schedule

Audio compression G.711A G.711A

Two-way audio + +

Network Interface RJ-45 (10/100/1000Base-T) 2xRJ-45 (10/100/1000Base-T)

Network functions DDNS/IPFilter/E-mail/NTP/PPPoE/UPNP/FTP/RTSP DDNS/IPFilter/E-mail/NTP/PPPoE/UPNP/FTP/RTSP

Languages supported English, Francais, Deutsch, Italiano, Portuguese, Russian, 
Spanish, Turkish

English, Francais, Deutsch, Italiano,  
Portuguese, Russian, Spanish, Turkish

Default IP address DHCP (Auto) DHCP (Auto)

Default username/password admin/admin admin/admin

HTTP port 80 80

RTSP port 554 554

RTSP string Main stream: rtsp://ip:port/ChNN/0 (NN- Ch number) 
Substream: rtsp://ip:port/ChNN/1(NN- Ch number)

Main stream: rtsp://ip:port/ChNN/0 (NN- Ch number) 
Substream: rtsp://ip:port/ChNN/1 (NN- Ch number)

Control port 9988 9988

Configuration software Partizan (Setup Tool), Web interface (IE) Partizan (Setup Tool), Web interface (IE)

Monitoring program Partizan Partizan

Mobile software (support) Partizan Partizan

Protocol integration ONVIF 2.6+ ONVIF 2.6+

Display quality 4K; 2560x1440; 1920x1080; 1440x900; 1280x1024; 1280x720; 
1024x768

4K; 2560x1440; 1920x1080; 1440x900; 1280x1024; 1280x720; 
1024x768

Video Inputs/Outputs -/1ch VGA, 1ch HDMI -/1ch VGA, 1ch HDMI

Audio Inputs/Outputs 1ch RCA/1ch RCA 1ch RCA/1ch RCA

Alarm Inputs/Outputs 16/1 16/4

PTZ control, port/protocol support Network, RS-485 Network, RS-485

USB 2xUSB2.0, 1xUSB3.0 2xUSB2.0, 1xUSB3.0

Internal SATA, pcs x max.Tb 4x8 8x8

External SATA, pcs x max.Tb - -

External eSATA, pcs x max.Tb 1x8 1x8

HDD operation mode Single HDD Single HDD

Channels / Functions

Perimeter Intrusion Detection,  
Line Crossing Detection, Stationary Object Detection, 

Pedestrian Detection, Face Detection, Cross Counting,  
Face Recognition. 

Available only with SH-series cameras.

Perimeter Intrusion Detection, Line Crossing Detection, 
Stationary Object Detection, Pedestrian Detection,  
Face Detection, Cross Counting, Face Recognition. 

Available only with SH-series cameras.

Size, mm 378x326x66 440x460x89

Weight, g 4000 11000

Accessories Optical mouse, power adapter Optical mouse, power adapter

Power supply 12V/5A 220V 250W 50-60HZ

PoE/Class - -

Housing material, plastic/metal -/+ -/+

Front material, plastic/metal +/- +/-

Operating temperature, °C 0 - +50 0 - +50

*Please note, HDD is not included in the kit!



37

PRODUCT CATALOG 2021

WI-FI SETs

NVR

Record, channels x resolution @ fps 8x2.0Mp@15

Record storage HDD, network

Video compression H.264(HighProfile)/Н.265

Space occupation for 25 fps/1 channel (per day) Video: ~130Gb(5Mp), ~100Gb(3Mp), ~80Gb(1080p), ~46Gb(960p), ~34Gb(720p), ~20Gb(D1), ~4.8Gb(CIF) 
Audio: 0.69Gb

Playback archive records, channels x resolution @ fps 4x2.0Mp@15

Backup mode Network, USB

Preview screen 1/4

Record mode Manual, Alarm, Motion Detection, Schedule

Audio compression G.711A

Two-way audio -

Network interface RJ-45 (10/100 Base-T)

WiFi standart/Frequency,GHz 802.11(b/g/n) / 2.4

Network functions NiP/DDNS/IPFilter/Email/NTP/UPNP/FTP/RTSP

Languages supported English, Russian, Arabic, French, Polish, Romanian, Hungarian, Italian, Czech

Default IP address DHCP (Auto)

Username/Password admin/ admin

HTTP port 80

ONVIF port 8899

RTSP port 554

RTSP string rtsp://ip:port/user=admin&password=admin&channel=1&stream=0.sdp?

Control port 34567

Configuration software Partizan (Setup Tool), Partizan Device Manager

Monitoring program Partizan, Partizan CMS, Partizan VMS

Mobile software Partizan 

Protocol integration Partizan SDK, ONVIF 2.4+

Display quality 1920x1080; 1440x900; 1280x1024; 1280x720; 1024x768

Video inputs/outputs -/1ch VGA, 1ch HDMI

Audio inputs/outputs -/1 ch RCA

Alarm inputs/outputs -/-

PTZ control Control PTZ device by network

USB 2хUSB 2.0

Internal SATA, pcs x max.Tb 1x6

External SATA, pcs x max.Tb -

External eSATA, pcs x max.Tb -

Size, mm 258x210x42

Weight, g 900

Power supply DC12V, 2000mA

PoE/Class -

Housing material, plastic/metal -/+

Front material, plastic/metal +/-

Operating temperature, °C 0 - +50

2.0MP Outdoor Wi-Fi sets

4xCAM + 1xNVR

Outdoor Wireless Kit 2MP 4xIP

Photo

Maximum connected cameras, pcs. 8

Operating system Embedded Linux

System resources Pentaplex. Simultaneous multi-channel real-time recording, playback, network operation, USB backup

WiFi operation distance  
(open space), m Up to 100

Inside the Kit WiFi NVR - 1 pcs, WiFi IP cameras - 4 pcs, Power supply - 5 pcs, Mouse - 1 pcs, UTP patch cord (1 m) - 1 pcs, 
WiFi antena - 4 pcs, Mounting Kit - 1 pcs, Manual - 1 pcs
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IP Camera

Photo

Sensor 1/2.8″ Full HD CMOS

Pixel Size, μm 2.8x2.8

Resolution, points@fps
Main stream PAL: 1920x1080@25, 1280x720@25, 704x576@25  NTSC: 1920x1080@30, 1280x720@30, 704x576@30

Sub stream PAL:704x576@25, 320х288@25, NTSC:704x576@30, 320х288@30

Day/Night mode Auto/Colour/Black&White

Sensitivity, Lux 0.01

Dynamic range WDR, dB 69

S/N ratio, dB 39

Video functions AEC, AGS, AWB, ABF, BLC, OSD, PrivacyMasks

Codec profile H.264/Н.265 Baseline/Main/High

Exposure mode, s
Auto 1/50-1/10000

Manual 0.256-65.536

Bitrate Type, kb/s
Constant 1024-8192

Variable Worst/Worse/General/Good/Better/Best

Focal length, mm 3.6

Iris, F 1.4

Angle of View, °
Horizontal 77

Vertical 61

lens Type Spherical

Lens mount M12

Control -

Distance, m Up to 30

Number of LEDs, pcs. 3 array LED

Beam Spread, ° 60

Wavelength, nm 850

IR Cut Filter Auto

Network Interface RJ-45 (10/100Base-T)

WiFi standart/Frequency,GHz 802.11(b/g/n) / 2.4

Network functions Cloud/NiP/DDNS/IPFilter/E-mail/NTP/UPNP/RTSP

Languages supported English, Russian, Arabic, French, Poland, Romanian, Hungarian, Italian

Default IP address DHCP (Auto)

Username/Password admin/admin

HTTP port 80

ONVIF port 8899

RTSP port 554

RTSP string rtsp://ip:port/user=admin&password=admin&channel=1&stream=0.sdp?

Control port 34567

Configuration software Partizan (Setup Tool), Partizan Device Manager

Monitoring program Partizan, Partizan CMS, Partizan VMS

Mobile software Partizan 

Protocol integration Partizan SDK, ONVIF 2.4+

Size, mm

Total length 159

Housing Ø82x159

Bracket Ø85

Weight, g 470

Power Supply DC12V, 500mА

PoE, Class/W -

Audio -

Housing material, plastic/metal -/+

Front material, plastic/metal -/+

IP/IK rating 66/-

Operating temperature, °C -40 - +60



39

PRODUCT CATALOG 2021
MATCHING OF THE FOCAL LENGHT OF THE CAMERA

THE CALCULATION OF VIDEO RECORDING CAPACITY *

FOCAL 
LENGTH

IMAGE SENSOR 1/2.8” IMAGE SENSOR 1/3” IMAGE SENSOR 1/4”
VIEWING ANGLE

HORIZONTALLY VERTICALLY HORIZONTALLY VERTICALLY HORIZONTALLY VERTICALLY

2 mm 110 ° 94 ° 100 ° 84 ° 77 ° 62 °
2.2 mm 105 ° 88 ° 95 ° 79 ° 72 ° 57 °
2.4 mm 100 ° 83 ° 90 ° 74 ° 67 ° 53 °
2.8 mm 91 ° 75 ° 81 ° 65 ° 59 ° 46 °
3 mm 87 ° 74 ° 77 ° 62 ° 56 ° 44 °

3.3 mm 82 ° 66 ° 72 ° 57 ° 52 ° 40 °
3.6 mm 77 ° 61 ° 67 ° 53 ° 48 ° 37 °
4 mm 71 ° 56 ° 62 ° 48 ° 44 ° 33 °

4.5 mm 65 ° 51 ° 56 ° 44 ° 39 ° 30 °
5 mm 59 ° 46 ° 51 ° 40 ° 35 ° 27 °
6 mm 51 ° 39 ° 44 ° 33 ° 30 ° 23 °
7 mm 44 ° 34 ° 38 ° 29 ° 26 ° 19 °
8 mm 39 ° 30 ° 33 ° 25 ° 23 ° 17 °
9 mm 35 ° 27 ° 30 ° 23 ° 20 ° 15 °

10 mm 32 ° 24 ° 27 ° 20 ° 18 ° 14 °
12 mm 27 ° 20 ° 23 ° 17 ° 15 ° 11 °
16 mm 20.2 ° 15.2 ° 17.1 ° 12.8 ° 11 ° 8.6 °
20 mm 16.2 ° 12.2 ° 13.7 ° 10.3 ° 9.1 ° 6.9 °
25 mm 13 ° 9.8 ° 11 ° 8.2 ° 7.3 ° 5.5 °
30 mm 11 ° 8 ° 9.1 ° 6.9 ° 6.1 ° 4.6 °
40 mm 8.2 ° 6.1 ° 6.9 ° 5.2 ° 4.6 ° 3.4 °
50 mm 5.5 ° 4.9 ° 5.5 ° 4.1 ° 3.7 ° 2.7 °
60 mm 5.4 ° 4.1 ° 4.6 ° 3.4 ° 3.1 ° 2.3 °
70 mm 4.7 ° 3.5 ° 3.9 ° 2.9 ° 2.6 ° 2 °
80 mm 4.4 ° 3.1 ° 3.4 ° 2.6 ° 2.3 ° 1.7 °

100 mm 3.3 ° 2.5 ° 2.7 ° 2.1 ° 1.8 ° 1.4 °
120 mm 2.7 ° 2 ° 2.3 ° 1.7 ° 1.5 ° 1.1 °

IP VIDEO RECORDERS (H.264)
FORMAT 
RESOLUTION

D1 
704x576

720p 
1280x720

960p 
1280x960

1080p 
1920x1080

4.0Mp 
2560х1440

5.0 Mp 
2592x1944

8.0 Mp 
3840x2160

1 HOUR 0.85 Gb 1.41 Gb 1.91 Gb 3.33 Gb 5 Gb 6.25 Gb 8.4 Gb

24 HOURS 20 Gb 34 Gb 46 Gb 80 Gb 120 Gb 150 Gb 201.6 Gb

10 DAYS 200 Gb 340 Gb 460 Gb 800 Gb 1200 Gb 1500 Gb 2016 Gb

30 DAYS 600 Gb 1000 Gb 1400 Gb 2400 Gb 3600 Gb 4500 Gb 6048 Gb

IP VIDEO RECORDERS (H.265)
FORMAT 
RESOLUTION

D1 
704x576

720p 
1280x720

960p 
1280x960

1080p 
1920x1080

4.0Mp 
2560х1440

5.0 Mp 
2592x1944

8.0 Mp 
3840x2160

1 HOUR 0.57 Gb 0.94 Gb 1.27 Gb 2.22 Gb 3.33 Gb 4.15 Gb 5.6 Gb

24 HOURS 13.6 Gb 22.56 Gb 30.56 Gb 53.3 Gb 80 Gb 100 Gb 134.4 Gb

10 DAYS 136 Gb 225.6 Gb 305.6 Gb 533 Gb 1200 Gb 1000 Gb 1344 Gb

30 DAYS 408 Gb 676.8 Gb 916.8 Gb 1599 Gb 2400 Gb 3000 Gb 4032 Gb

*Data obtained by calculation using tables, have an indicative value. Actual occupancy of the hard disc during operationdepends on the specific 
conditions and is determined experimentally.

1 CAMERA, CONTINUOUS RECORDING 25FPS
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•	3DNR/DNR –3D adaptive Noise Reduction Filter.

•	AGC – Automatic Gain Control.

•	AHD – analog high definition video surveillance standard which is used in Partizan cameras.

•	ALC – Automatic Light Control.

•	Auto Iris – an option for the camera to control lenses with the electrically adjustable diaphragm and  
built-in amplifier.

•	AWB – Auto White Balance. The ability of a Colour camera to provide the correct Colour rendering if the 
lighting conditions of the observed objects are changed.

•	BLC – Back Light Compensation.

•	Brightness – brightness adjustment of the image.

•	C/CS-mount – lens mount type.

•	CVBS – composite video, also used as the definition of analog mode for video cameras.

•	Day/Night mode – Day/Night mode, increases the sensitivity of the camera at night by switching  
on the BW mode.

•	D-WDR – Digital Wide Dynamic Range.

•	Digital Zoom – decreasing the apparent angle of view of a video image.

•	Exposure – exposure is the amount of light per unit area.

•	Flicker – this is interference in video playback, most often associated with frame synchronization,  
as well as interlaced scanning.

•	Gain – increase or decrease of an electrical signal.

•	HD-CVI – analog high definition technology which is used in Dahua video cameras.

•	HD-TVI – analog high definition technology which is used in HikVision video cameras.

•	HLS – counter-light compensation.

•	HSBLC –Highlight Suppression BLC.

•	IK – an index of mechanical protection which is described in a numeral system.

•	IP – classifies and rates the degree of protection provided against intrusion (body parts such as hands 
and fingers), dust, accidental contact, and water by mechanical casings and electrical enclosures.

•	NTSC – Colour tv system adopted in Japan and USA.

•	OSD-menu – On-Screen Display.

•	PAL – Colour tv system adopted in most of the European countries

•	Private zone – setting up the area, that should not be displayed.

•	RS232 – a widely used type of parallel computer interface.

•	RS485 – type of interface used for a half-duplex data transfer.

•	S/N Ratio – Signal/Noise Ratio. A measure that compares the level of the desired signal to the level  
of background noise. 

•	Saturation – the degree of visual distinction of the chromatic Colour from the achromatic (gray) Colour  
equal in lightness.

•	Sharpness – the quality of distinctly visible borders separating objects and planes on the image.

•	Shutter – an electronic shutter.

•	WDR – Wide Dynamic Range technology, for quality and even image, used in case of strong illumination  
of a part of an object that is being observed.
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ACS PARTIZAN is a real revolution in the access control. Now you can automatically 
control all entrances and exits, do video verification near all important doors, calculate 
working time of employees, analyze route tracking of security guards, manage additional 
equipment like barriers, turnstiles etc. And all these functions are available even from 
your mobile phone! Access Control has never been so simple and so reliable. 

With PARTIZAN access control you will get the most flexible settings and configuration 
of staff scheduling, intelligent door management, multilevel algorithms of reactions, a 
powerful controller with memory for up to 120 000 users and 200 000 events. And this is 
just the beginning. With additional software modules you can fully control objects of any 
size at your fingertips.

Interfaces Ethernet

Users up to 120 000

Events up to 200 000

One controller can manage 4 doors and 2 ways each, and 8 readers

Base software PARTIZAN ACM

Data storage with full power outage 10 years

Controllers in one system unlimited
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USB READERS KEYPAD READER
PAR-E1 USB PAR-M1 USB PAR-EK3 Metal

Photo

Output interface USB USB Wiegand 26

Card reader standard EM-Marin Mifare EM-Marin

Reader frequency 125 kHz 13.56 MHz 125 KHz

Installation method - - Surface mount

Reading distance, mm Up to 100 Up to 100 <80

Reading speed, card/s 1 1 2

Light indication Dual-Colour led (red, green) Dual-Colour led (red, green) +

Sound indication + + +

Mean time between failures, hours Not less than 10000 Not less than 10000 -

Additional function - - -

Length of USB cable 1.4 m 1.4 m -

Size, mm 100x80x20 100x80x20 130x56x23

Weight, g 120 120 500

Power supply From USB 2.0 From USB 2.0 DC 12V/35mA

Casing material plastic/metal +/- +/- -/+

Colour Black Black Silver

IP rating 44 44 66

IK rating - - -

Operating temperature, °C +5 - +50 +5 - +50 -40 - +60

LONG RANGE READERS
PAR-E4 MR Black Outdoor PAR-R5 LR White Outdoor PAR-R7 LR White Outdoor

Photo

Output interface Wiegand 26 Wiegand 26, RS-485, RS-232 Wiegand 26, RS-232

Card reader standard Em-Marin ISO18000-6B, ISO18000-6C ISO 18000-6B, ISO 18000-6C

Reader frequency 125 KHz 865-928 MHz 860-930 MHz

Installation method Surface mount Surface mount Surface mount

Reading distance, mm Up to 800 Up to 6000 Up to 15000

Reading speed, card/s 2 5 700

Light indication Dual-Colour led (red, green) - Two tone LED (red, green)

Sound indication + - +

Mean time between failures, hours Not less than 10000 Not less than 10000 Not less then 10000

Additional function - - -

Length of USB cable - - -

Size, mm 35x235x240 300x300x60 300x300x60

Weight, g 400 825 1900

Power supply DC 12V/200mA DC 12V/1000mA DC 12V/1000mA

Casing material plastic/metal +/- +/- +/-

Colour Black White White

IP rating 66 66 66

IK rating - - -

Operating temperature, °C -30 - +50 -30 - +50 -30 - +50
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READERS
PAR-E1 Black PAR-E1 White PAR-E6 Black PAR-M6 Black

Photo

Output interface Wiegand 26 Wiegand 26 Wiegand 26 Wiegand 26

Card reader standard EM-Marin EM-Marin EM-Marin Mifare

Reader frequency 125 KHz 125 KHz 125 KHz 13.56 MHz

Installation method Surface mount Surface mount Surface mount Surface mount

Reading distance, mm Up to 100 Up to 100 Up to 100 Up to 40

Reading speed, card/s 2 2 2 2

Light indication Dual-Colour led (red, green) Dual-Colour led (red, green) Three tone led (blue, red, green) Three tone led (blue, red, green)

Sound indication + + + +

Mean time between failures, hours Not less then 10000 Not less then 10000 Not less than 10000 Not less then 10000

Additional function - - - -

Length of USB cable - - - -

Size, mm 80x40x10 80x40x10 45x120x18 45x120x18

Weight, g 60 60 100 100

Power supply DC 12V/50mA DC 12V/50mA DC 12V/50mA DC 12V/50mА

Casing material plastic/metal +/- +/- +/- +/-

Colour Black White Black Black

IP rating 66 66 66 66

IK rating - - - -

Operating temperature, °C -30 - +50 -30 - +50 -30 - +50 -30 - +50

READERS
PAR-EM8 Gray PAR-EMH10 PAR-E12 Black PAR-M12 Black

Photo

Output interface Wiegand 26 Wiegand 26 Wiegand 26 Wiegand 26

Card reader standard EM-marine/Mifare EM-Marin, Mifare, HID EM-Marin Mifare

Reader frequency 125 KHz/13,56 MHz 125 KHz, 13.56MHz 125 KHz 13.56 MHz

Installation method Surface mount Surface mount Surface mount Surface mount

Reading distance, mm Up to 100 Up to 30 Up to 100 Up to 40

Reading speed, card/s 2 2 2 2

Light indication Dual-Colour led (red, green) + Dual-Colour led (red, green) Dual-Colour led (red, green)

Sound indication + + + +

Mean time between failures, hours Not less then 10000 - Not less than 10000 Not less then 10000

Additional function - - - -

Length of USB cable - - - -

Size, mm 126x76x23 103x48x19 125x83x22 125x83x22

Weight, g 75 260 150 150

Power supply DC 12V/100mA DC 12V/25mA DC 12V/50mA DC 12V/50mА

Casing material plastic/metal +/- -/+ +/- +/-

Colour Gray Silver Black Black

IP rating 66 66 66 66

IK rating - - - -

Operating temperature, °C -30 - +50 -40 - +60 -20 - +50 -20 - +50
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STANDALONE READER+CONTROLLER
PAS-E12 PAM-E12.NET PAM-M12.NET PAR-EK3 Black PAS-EMHK12

Photo

Doors 1 1 1 1 1

Number of readers 2(1 built-in EM-Marin) 2(1 built-in Em Marin) 2(1 built-in Mifare) 2 2

Card reader interface Wiegand 26 Weigand 26/34 Wiegand 26/34 Wiegand 26 Wiegand 26/ 37

Card reader standard EM-Marin EM-Marin Mifare EM-Marin EM-Marin, Mifare, HID

Reader frequency 125 KHz 125KHz 13.56 MHz 125 KHz 125 KHz, 13.56MHz

Max number of users 2000 30 000 30 000 1000 600

Max number of events - 60 000 60 000 - -

Operation mode - - - - Standalone controller/
Reader

Door sensor, pcs. - 1 1 - -

Exit button, pcs. 1 1 1 1 1

Fire unlock - + + - -

Non-volatile memory - + + - -

Fire alarm 
Inputs, pcs. - 1 1 - -

Outputs, pcs. - 1 1 - -

Alarm 
Inputs, pcs. - - - - 1

Outputs, pcs. - - - - 1

Lock output

Relay, pcs/A 1/2A 3/5A 3/5A 1/2A 1/2A

Electromechanical lock - - - + +

Magnetic lock - - - + +

Reading distance, mm Up to 100 Up to 100 Up to 40 Up to 100 Up to 60

Reading speed, card/s 2 2 2 2 2

Light indication Three tone led  
(blue, red, green)

Dual-Colour led  
(red, green)

Dual-Colour led  
(red, green)

Dual-Colour led  
(red, green)

Dual-Colour led  
(red, green)

Communication distance - Without limitation Without limitation - -

Communication interface - TCP/IP TCP/IP - -

Data protection if no power supply,  
year - 10 10 - -

Ethernet - + + - -

Web-interface - + + - -

Languages - English English - -

Default IP address - Set on the device 
sticker

Set on the device 
sticker - -

Login - admin admin - -

Password - 888888 888888 - -

Web port - 80 80 - -

Control port - 8000 8000 - -

Software supported - Partizan ACM Partizan ACM - -

Mobile software - - - - -

Size, mm 45х120х18 125х83х22 125х83х22 108x78x22 150x51x23

Weight, g 100 90 90 100 500

Power DC 12V/100mA DC 12V/150mА DC 12V/150mА DC 12V/60mA DC 12V/100mA

Casing material plastic/metal +/- +/- +/- +/- -/+

Colour Black Black Black Black Silver

IP rating 55 55 55 44 66

IK rating - - - - -

Operating temperature, °C -20 - +50 -20 - +50 -20 - +50 0 - +50 -40 - +60
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NETWORK TCP/IP CONTROLLERS
PAC-12.NET PAC-22.NET PAC-42.NET PAC-EL32.NET

Photo

Doors 1 2 4 32

Number of readers 2 4 8 1

Card reader interface Wiegand 26/34 Wiegand 26/34 Wiegand 26/34 Wiegand 26/34

Max number of users 30 000 30 000 30 000 120 000

Max number of events 60 000 60 000 60 000 200 000

Control output 2 2 4 32

Door sensor, pcs. 1 2 4 1

Exit button, pcs. 1 2 4 -

Fire unlock + + + +

Non-volatile memory + + + +

Fire alarm 
Inputs, pcs. 1 1 1 1

Outputs, pcs. 1 1 1 1

Alarm 
Inputs, pcs. 1 1 1 -

Outputs, pcs. 1 1 1 1

Lock output

Relay, pcs. (А) 3, 5A 4, 5A 6, 5A 32, 5A

Electromechanical lock - - - -

Magnetic lock - - - -

Communication distance Without limitation Without limitation Without limitation Without limitation

Communication interface TCP/IP TCP/IP TCP/IP TCP/IP

Data protection if no power supply,  
year 10 10 10 10

Ethernet + + + +

Web-interface + + + +

Languages English English English English

Default IP address Set on the device sticker Set on the device sticker Set on the device sticker Set on the device sticker

Login admin admin admin admin

Password 888888 888888 888888 888888

Web port 80 80 80 80

Control port 8000 8000 8000 8000

Software supported Partizan ACM Partizan ACM Partizan ACM Partizan ACM

Mobile software - - - -

Size, mm 215х125х37 215х125х37 215х125х37 215х125х37

Weight, g 160 180 240 450

Power DC 12V/0.08A DC 12V/0.18A DC 12V/0.18A DC 12V/0.08A

Casing material plastic/metal +/- +/- +/- +/-

IP rating 44 44 44 44

IK rating - - - -

Operating temperature, °C -20 - +50 -20 - +50 -20 - +50 -20 - +50
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FACE RECOGNITION AND TEMPERATURE MEASUREMENT ACCESS CONTROL
STD-2MP WM

Photo

Sensor 1/2.7” CMOS  FullHD 
Pixel Size, μm 2.8х2.8
Resolution, pixels@fps Mainstream PAL: 1920x1080@25
Day/Night mode Auto
Sensitivity, Lux 0.01
Dynamic range WDR, dB 80
S/N ratio, dB 50
Video functions Exposure, Gain, Contrast, Saturation, Face Exposure compensation
Codec profile H.264/H.265 Baseline/Main/High

Exposure mode, s
Auto 1/5-1/20000
Manual 1/5-1/20000

Bitrate Type, kb/s
Constant 256-12288
Variable Worst/Worse/General/Good/Better/Best

Face recognition alarm type Abnormal body temperature, No mask, Face recognition
Face recognition distance, m ≤3.0
Face recognition rate ≥98%
Face recognition time, ms <500

Portable database
Faces 22400
Events 100000

Temperature measurement distance, m ≤ 1.0
Measurement range, oC 30 ~ 45
Temperature measurement accuracy, oC +/-0.3
Temperature measurement time, ms <2000
Network Interface RJ-45 (10/100Base-T)
Wi-Fi standard/frequency -
Network functions DDNS/IPFilter/E-mail/NTP/PPPoE/UPNP/FTP/RTSP
Languages supported English, German, Russian, Italian, French, Portuguese, Spanish, Turkish
Default IP address DHCP (Auto)
Username/Password admin/admin
HTTP port 80
ONVIF port 2000
RTSP port 554

RTSP string
Main stream rtsp://IPaddress:port/av0_0&user=admin&password=admin
Substream rtsp://IPaddress:port/av0_1&user=admin&password=admin

Control port 5000
Configuration software Partizan, Web interface (IE)
Monitoring program Partizan STD
Mobile software (support) Partizan
Protocol integration ONVIF 2.4

Size, mm
Total length 321
Housing 154x271x56
Bracket -

Weight, g 2100

Power Supply
V/A DC12V/3.0А
PoE Class/W -

Display 7”, IPS 
Alarm Inputs/Outputs -/+ (NO/NC)

Audio
Inputs -
Built-in speaker +

Memory
Internal 16Gb
Memory card -

Access control output Wiegand 26/34
USB port, pcs 1
Housing material, plastic/metal -/+
Bracket material, plastic/metal -/+
IP/IK rating 34/-
Operating temperature, °C 0 - +55
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STD-2MP WM ACCESSORIES

STD-2MP WM Cover (Silver) STD-2MP WM Cover (Black)

Photo

            

Housing material Extra strong and resistant plastic Extra strong and resistant plastic

Colour Silver milk Galaxy black

Weight, g 200 200

Additional advantages

Easy mounting to the wall, to the pipe or to the tripod  
(M6 mounting).

Slim and luxurious design.
Good cable management from the back box to the pipe.
100% made in Czech Republic from European materials.

Easy mounting to the wall, to the pipe or to the tripod  
(M6 mounting).

Slim and luxurious design.
Good cable management from the back box to the pipe.
100% made in Czech Republic from European materials.

Operating temperature, °C 0 - +80 0 - +80

STD-2MP WM ACCESSORIES

Back box for STD-2MP WM (Silver) STD-2MP WM Floor bracket Tower

Photo

      

Housing material Extra strong and resistant plastic Extra strong and resistant plastic

Colour Silver milk Galaxy black

Dimensions, mm 125x35x205 125x35x205

Weight, g 200 200

Additional advantages

Easy mounting to the wall, to the pipe or to the tripod  
(M6 mounting).

Slim and luxurious design.
Good cable management inside.
100% made in Czech Republic.

Easy mounting to the wall, to the pipe or to the tripod  
(M6 mounting).

Slim and luxurious design.
Good cable management inside.
100% made in Czech Republic.

Operating temperature, °C 0 - +80 0 - +80

STD-2MP WM ACCESSORIES

STD-2MP WM Back box pole adapter (Silver) Back box pole adapter for STD-2MP WM (Black)

Photo

      

Housing material Extra strong and resistant plastic Extra strong and resistant plastic

Colour Silver milk Galaxy black

Dimensions, mm 90x38x80 90x38x80

Weight, g 80 80

Additional advantages

Easy mounting to the pipe of any diameter.
Slim and luxurious design.

Good cable management from the back box to the pipe.
100% made in Czech Republic from European materials.

Easy mounting to the pipe of any diameter.
Slim and luxurious design.

Good cable management from the back box to the pipe.
100% made in Czech Republic from European materials.

Operating temperature, °C 0 - +80 0 - +80
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STD-2MP WM ACCESSORIES

STD-2MP WM Floor bracket Slim STD-2MP WM Floor bracket Tower STD-2MP WM Floor bracket

Photo

Network Interface - - 1xEthernet extender

LED indication - - +

Power supply - - 1xDC12V extender

Housing material Metal Metal Metal

Colour Silver White Silver

Dimensions, mm Leg size: 1400x50x30 
Platform size: 350x350

Leg size: 1500x120x120 
Platform size: 290x290 Leg size: 1350x300x230

Weight, g 8000 8000 7300

Additional advantages

Slim and luxurious design.
Good cable management inside  

from top to the bottom.
100% made in Czech Republic  

from European materials.
Pole adapter is included in the kit.

Slim and luxurious design.
Good cable management inside  

from top to the bottom.
100% made in Czech Republic  

from European materials. 
Place for sanitizer installation (not 

included).

Slim and luxurious design.
Good cable management inside  

from top to the bottom.

Operating temperature, °C 0 - +55 0 - +55 0 - +55
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ELECTROMAGNETIC LOCKS ELECTROMECHANICAL LOCKS

PML-200 PML-300 PML-500 PAL-EZ1 Silver

Photo

Door hold, up to KGS 180 300 500 180

Power DC 12V/1A DC 12V/1A DC 12V/1A DC 12V/0.8A

Doorframe dimension, mm 170x38x20 250x47x25 265x73x40 135x105x39

Weight, g 1100 1800 4400 1700

Operating temperature, °C -20 - +50 -40 - +60 -40 - +60 -20 - +50

BRACKETS

PML-200 bracket PML-300 bracket PML-500 bracket

Photo

Compatible with PML-200 PML-300 PML-500

Type L-mounting bracket L-mounting bracket L-mounting bracket

Size, mm 170x38x15 170x40x25 170x40x25

Weight, g 200 300 400

DOOR CLOSERS

PCD-50S PCD-90S

Photo

Door hold, up to kg PML-200 PML-300

Width, up to mm 1100 1200

Weight, g 1600 1600

Operating temperature, °C -40 - +60 -40 - +60
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CONTACTLESS EXIT BUTTONS EXIT BUTTONS

PEB-4SM PEB-4SM BS PEB-2M PEB-3M

Photo

Contactless distance, up to mm 100 100 - -

Сontact NO/NC/COM NO/NC/COM NO/NC NO/NC

LED indication + + + +

Housing material Stainless steel Stainless steel Stainless steel Stainless steel

IP rating IP65 IP65 IP65 IP65

Size, mm 115x70x29 86x86x29 (British size) 91x28x20 83x32x25

Operating temperature, °C -20 - +50 -20 - +50 -20 - +50 -20 - +50

Weight, g 100 500 100 100

Additional advantages Contactless Contactless, Flush mounted - -

BASES FOR CAMERAS

PMB-120

Photo

Supported types of housing All fixed focus cameras  
and all varifocal bullets

Dimension, mm
Ø120 (camera side) 

Ø160 (wall side) 
45 (H)

Material Extra strong and resistant plastic

Colour
Pure white 
Sad grey 

Shiny black

Weight, g 150

Additional advantages 100% made in Czech Republic  
from European materials.

DISPENSER

Automatic dispenser 1000ml

Photo

Gel type Soap/disinfectant

Detection distance, mm up to 100

Detection time, s 0.25

Dimension, mm 260x120x105

Material Extra strong and resistant plastic

Colour White

Weight, g 785

Additional advantages
No-touch.
1000 ml.

LR14 batteries - 4pcs (not included).

ACCESSORIES



MYERS INTERCOMS & VIDEO CALLING PANELS



WWW.PARTIZAN.GLOBAL

MYERS INTERCOMS & VIDEO CALLING PANELS

52

AHD DOORPHONES IP DOORPHONES
M-74SD HD Silver 1.0 M-75SD Silver HD 2.1 Metal MIP-75SD Silver Touch

Photo

Colour Silver Silver Silver

Display 7.0″ TFT 7.0″ TFT IPS Touch screen 7.0″ TFT Touch screen

Resolution 1024х800 1024х800 1024х600

Video system PAL/NTSC PAL/NTSC PAL/NTSC

Video output 1 Vpp, 75Ω 1 Vpp, 75Ω -

Support call panels, pcs/Standart 2/AHD-M or CVBS 2/AHD-M or CVBS 6/IP

Support CCTV camera, pcs/Standart 2 /AHD-M or CVBS 2 /AHD-M or CVBS 6/IP

Support monitor (intercom), pcs. 4 4 10

Delay calling time, с 120 120 120

Support SD-card +/Up to 32 Gb (not included) +/Up to 32 Gb (not included) +/Up to 32 Gb (not included)

Record photo/video +/+ (on SD card) +/+ (on SD card) +/+ (on SD card)

Hands-Free + + +

Network Interface - - RJ-45 (10/100Base-T)/WiFi

Monitoring software - - Mobile app for Android and iOS

Size, mm 237.9x144.1x19.5 237.9x144.1x19.5 237.9x144.1x19.5

Weight, g 340 340 340

Power АС 220-240V АС 220-240V АС 220-240V

Housing material, plastic/metal +/- -/+ +/+

Bracket material, plastic/metal -/+ -/+ -/+

Operating temperature, °C +10 - +50 +10 - +50 +10 - +50

Accessories Bracket, mounting kit. Bracket, mounting kit. Bracket, mounting kit.

ANALOG DOORPHONES AHD DOORPHONES
M-41SD Silver M-43 White M-71 White M-72SD Black/White HD M-72SD Black/White Wi-Fi

Photo

Colour Silver White White Black/White Black/White

Display 4.0″ TFT 4.3″ TFT 7.0″ TFT 7.0″ TFT 7.0″ TFT

Resolution 320х240 480х272 800х480 1024х600 1024х600

Video system PAL/NTSC PAL/NTSC PAL/NTSC PAL/NTSC PAL/NTSC

Video output 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω

Support call panels, pcs/Standart 2/CVBS 2/CVBS 2/CVBS 2/AHD-M or CVBS 2 /AHD-M or CVBS

Support CCTV camera, pcs/Standart 2/CVBS - - 2/AHD-M or CVBS -

Support monitor (intercom), pcs. 4 - - - -

Delay calling time, с 120 120 120 120 120

Support SD-card +/Up to 64 Gb  
(not included) - - +/Up to 32 Gb  

(not included)
+/ Up to 32 Gb  
(not included)

Record photo/video +/+ (on SD card) -/- -/- +/+ (on SD card) +/+ (on SD card)

Hands-Free + + + + +

Network Interface - - - - Wi-Fi

Monitoring software - - - - Partizan (iOS, Android)

Size, mm 168x118.5x20.5 170х120х20.4 193.1х122.8х17.9 212.0х144.0х19 185.0х127.0х19

Weight, g 340 340 340 340 340

Power АС 220-240V АС 220-240V АС 220-240V АС 220-240V АС 220-240V

Housing material, plastic/metal +/- +/- +/- +/- +/-

Bracket material, plastic/metal -/+ -/+ -/+ -/+ -/+

Operating temperature, °C +10 - +50 +10 - +60 +10 - +60 +10 - +50 +10 - +50

Accessories Bracket, mounting kit. Bracket, mounting kit. Bracket, mounting kit. Bracket, mounting kit. Bracket, mounting kit.
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ANALOG CALLING PANELS

D-100S (Silver), 
D-100C (Copper)

D-200S (Silver),  
D-200B (Black), 

D-200BR (Brown)
D-300S 2B D-300S 4B D-300S EK

Photo

Colour Copper / Silver Black / Silver / Brown Silver Silver Silver

Sensor 1/4″ Pixel Plus 1/3″ Pixel Plus 1/3″ CMOS 1/3″ CMOS 1/3″ CMOS 

Resolution 420 TVL 600 TVL 600TVL 600TVL 600TVL

Day/Night mode Auto Auto Auto Auto Auto 

Photosensitivity, Lux 0.5 0.5 0.5 0.5 0.5

Video system PAL/NTSC PAL/NTSC PAL PAL PAL

Video output 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω

Focal length, mm 3.7 3.7 1.9 1.9 1.9

Iris, F 1.4 1.4 1.4 1.4 1.4

Horizontal angle of view, ° 70 70 130 130 130

Vertical angle of view, ° 43 43 83 83 83

Lens Type Spherical Spherical Spherical Spherical Spherical

IR LED distance, m 3 3 3 3 3

Number of LEDs, pcs. 3 3 3 3 3

Beam Spread, ° 60 60 60 60 60

Wavelength, nm 850 850 850 850 850

Number of readers - - - - -

Card/tag reader interface - - - - EM-Marin/Keypad

Reader frequency, MHz - - - - -

Max number of cards/tags, pcs - - - - -

Network Interface - - - - -

Monitoring software - - - - -

Number of independent users, pcs 1 1 2 4 200

Size, mm 122х41х23 140х45х40 130х48х32 130х48х32 130х48х32

Weight, g 340 340 340 340 340

Authentication method - - - - Card/Password/
Card+Password

Power DC 12V/0.2А  
(from intercom)

DC 12V/0.2А  
(from intercom)

DC 12V/0.2А  
(from intercom)

DC 12V/0.2А  
(from intercom) DC 12V/0.2А 

Relay NO/NC NO/NC NO/NC NO/NC NO/NC

Support monitor (intercom), pcs - - 2 4 1

Call button, pcs 1 1 2 4 1

Exit button, pcs - - - - 1

Housing material, plastic/metal -/+ -/+ -/+ -/+ -/+

Bracket material, plastic/metal -/+ -/+ -/+ -/+ -/+

IP rating 44 44 44 44 44

Operating temperature, °C -40 - +60 -40 - +60 -40 ~ +60 -40 ~ +60 -40 ~ +60

Accessories
Angel bracket, 

waterproof cover, 
mounting kit

Angel bracket,  
waterproof cover,  

mounting kit

Angel bracket,  
mounting kit

Angel bracket,  
mounting kit

Angel bracket,  
mounting kit
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AHD CALLING PANELS
D-300B HD 1.0 (Black), 
D-300S HD 1.0 (Silver), 

D-300C HD 1.0 (Copper)
D-300S 2B HD D-300S 4B HD D-300S EK HD

Photo

Colour Black / Silver / Silver Silver Silver Silver

Sensor 1/3″ CMOS HD 1/3″ CMOS HD 1/3″ CMOS HD 1/3″ CMOS HD 

Resolution AHD-M (1.3Mp) AHD-M (1.3Mp) AHD-M (1.3Mp) AHD-M (1.3Mp)

Day/Night mode Auto Auto Auto Auto 

Photosensitivity, Lux 0.5 0.5 0.5 0.5

Video system PAL PAL PAL PAL

Video output 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω 1 Vpp, 75Ω

Focal length, mm 1.9 1.9 1.9 1.9

Iris, F 1.4 1.4 1.4 1.4

Horizontal angle of view, ° 130 130 130 130

Vertical angle of view, ° 83 83 83 83

Lens Type Spherical Spherical Spherical Spherical

IR LED distance, m 3 3 3 3

Number of LEDs, pcs. 3 3 3 3

Beam Spread, ° 60 60 60 60

Wavelength, nm 850 850 850 850

Number of readers - - - -

Card/tag reader interface - - - EM-Marin/Keypad

Reader frequency, MHz - - - -

Max number of cards/tags, pcs - - - -

Network Interface - - - -

Monitoring software - - - -

Number of independent users, pcs 1 2 4 200

Size, mm 130х48х32 130х48х32 130х48х32 130х48х32

Weight, g 340 340 340 340

Authentication method - - - Card/Password/
Card+Password

Power DC 12V/0.2А  
(from intercom)

DC 12V/0.2А 
(from intercom)

DC 12V/0.2А 
( from intercom ) DC 12V/0.2А 

Relay NO/NC NO/NC NO/NC NO/NC

Support monitor (intercom), pcs - 2 4 1

Call button, pcs 1 2 4 1

Exit button, pcs - - - 1

Housing material, plastic/metal -/+ -/+ -/+ -/+

Bracket material, plastic/metal -/+ -/+ -/+ -/+

IP rating 44 44 44 44

Operating temperature, °C -40 ~ +60 -40 ~ +60 -40 ~ +60 -40 ~ +60

Accessories Angel bracket,  
mounting kit Angel bracket, mounting kit Angel bracket, mounting kit Angel bracket, mounting kit
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IP CALLING PANELS
MIP-300 Black 1B MIP-300 Silver 2B MIP-300 Silver 4B MIP-300 Silver 1B MIP-300 Silver 2B MIP-300 Silver 4B

Photo

Colour Black / Silver Black / Silver Black / Silver Silver Silver Silver

Sensor 1/3″ CMOS 1/3″ CMOS 1/3″ CMOS 1/3″ CMOS 1/3″ CMOS 1/3″ CMOS 

Resolution 1.0Mp 
(1280x720@25)

1.0Mp 
(1280x720@25)

1.0Mp 
(1280x720@25)

1.0Mp 
(1280x720@25)

1.0Mp 
(1280x720@25)

1.0Mp 
(1280x720@25)

Day/Night mode Auto Auto Auto Auto Auto Auto 

Photosensitivity, Lux 0.5 0.5 0.5 0.5 0.5 0.5

Video system PAL PAL PAL PAL PAL PAL

Video output - - - - - -

Focal length, mm 1.9 1.9 1.9 1.9 1.9 1.9

Iris, F 1.4 1.4 1.4 1.4 1.4 1.4

Horizontal angle of view, ° 110 110 110 110 110 110

Vertical angle of view, ° 83 83 83 83 83 83

Lens Type Spherical Spherical Spherical Spherical Spherical Spherical

IR LED distance, m 3 3 3 3 3 3

Number of LEDs, pcs. 6 6 6 6 6 6

Beam Spread, ° 60 60 60 60 60 60

Wavelength, nm 850 850 850 850 850 850

Number of readers 1, built-in 1, built-in 1, built-in - - -

Card/tag reader interface Mifare Mifare Mifare - - -

Reader frequency, MHz 13.56 13.56 13.56 - - -

Max number of cards/tags, pcs 200 200 200 - - -

Network Interface RJ-45 
(10/100Base-T)

RJ-45 
(10/100Base-T)

RJ-45 
(10/100Base-T)

RJ-45 
(10/100Base-T)

RJ-45 
(10/100Base-T)

RJ-45 
(10/100Base-T)

Monitoring software Partizan (iOS, 
Android)

Partizan 
(iOS, Android)

Partizan 
(iOS, Android)

Partizan 
(iOS, Android)

Partizan 
(iOS, Android)

Partizan 
(iOS, Android)

Number of independent users, pcs 1 2 4 1 2 4

Size, mm 210х116х32 210х116х32 210х116х32 210х116х32 210х116х32 210х116х32

Weight, g 340 340 340 340 340 340

Authentication method Card Card Card - - -

Power DC 12V/0.2А  
POE Class 0/6W

DC 12V/0.2А  
POE Class 0/6W

DC 12V/0.2А  
POE Class 0/6W

DC 12V/0.2А  
POE Class 0/6W

DC 12V/0.2А  
POE Class 0/6W

DC 12V/0.2А  
POE Class 0/6W

Relay NO/NC NO/NC NO/NC NO/NC NO/NC NO/NC

Support monitor (intercom), pcs 254 254 254 254 254 254

Call button, pcs 1 2 4 1 2 4

Exit button, pcs - - - - - -

Housing material, plastic/metal -/+ -/+ -/+ -/+ -/+ -/+

Bracket material, plastic/metal -/+ -/+ -/+ -/+ -/+ -/+

IP rating 65 65 65 65 65 65

Operating temperature, °C -40 - +60 -40 - +60 -40 - +60 -40 - +60 -40 - +60 -40 - +60

Accessories Mounting kit Mounting kit Mounting kit Mounting kit Mounting kit Mounting kit
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IP CALLING PANELS
MIP-300 Black 1B MIP-100MU Silver

Photo

Colour Black / Silver Silver

Sensor 1/3″ CMOS 1/3″ CMOS 

Resolution 1.0Mp (1280x720@25) 1.0Mp (1280x720@25)

Day/Night mode Auto Auto 

Photosensitivity, Lux 0.5 0.5

Video system PAL PAL

Video output - -

Focal length, mm 1.9 1.9

Iris, F 1.4 1.4

Horizontal angle of view, ° 110 130

Vertical angle of view, ° 83 83

Lens Type Spherical Spherical

IR LED distance, m 3 3

Number of LEDs, pcs. 6 6

Beam Spread, ° 60 60

Wavelength, nm 850 850

Number of readers - 1, built-in

Card/tag reader interface - EM-Marin/Keypad

Reader frequency, kHz - 125

Max number of cards/tags, pcs - Unlimited

Network Interface RJ-45 (10/100Base-T) RJ-45 (10/100Base-T)

Monitoring software Partizan 
(iOS, Android)

Partizan 
(iOS, Android)

Number of independent users, pcs 1 Unlimited

Size, mm 130х48х32 330х230х44

Weight, g 340 340

Authentication method - Card/Code

Power DC 12V/0.2А DC 12V/0.2А

Relay NO/NC NO/NC

Support monitor (intercom), pcs 254 254

Call button, pcs 1 -

Exit button, pcs - -

Housing material, plastic/metal -/+ -/+

Bracket material, plastic/metal -/+ -/+

IP rating 65 53

Operating temperature, °C -40 - +60 -40 - +60

Accessories Mounting kit Mounting kit
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CONVENIENT, SIMPLE, FAST

•	PARTIZAN develops OWN software.

•	We have best user experience.

•	FREE SOFTWARE is always offered with the equipment!

•	The world’s first Cloud surveillance solution with its own cloud platform, cloud cameras 
and cloud applications.

•	Grand Prix in the nomination “Best Mobile Surveillance Application 2019” at the Intersec 
Adria Security international exhibition.

Together with our equipment we provide you with  
FREE PROFESSIONAL SOFTWARE!
A full list of PARTIZAN software can be found on the website  
www.apps.partizan.global
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Mobile application

Platforms: iOS, Android.

PARTIZAN

One PARTIZAN - one application. 
The first and the only one new solution  
where you can watch live video and  
work with the archive on one screen and  
on the same timeline!

European quality.  
European safety standards.  
European developers.

Add cameras and recorders in the most  
convenient way for you. 
The most comfortable Colour gamut for  
the eyes. 
Saves the charge of your device. It helps  
you to keep control of the objects for  
a long time.

Absolute compatibility with  
PARTIZAN equipment.

TRY OUR  
AWARD WINNING  
MOBILE APP 
�for iOS and Android

PARTIZAN CLOUD 
READY SOFTWARE
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SOFTWARE

Desktop

Platforms: Windows, MacOS, Linux.

PARTIZAN

This application is for monitoring small and medium-sized PARTIZAN video surveillance systems.

•	Automatically network search and adding any PARTIZAN CCTV camera and recorder.

•	Displays information about equipment: firmware version, IP address, MAC address, PARTIZAN ID, etc.

•	Create your own screen with different cameras or different channels of any PARTIZAN recorder.

•	Watch live video or a video archive from your recorder using a convenient timeline.

•	Firmware upgrade from the cloud server with one click.
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Desktop

Platforms: Windows.

PARTIZAN CMS PRO

Professional application for managing Smart functions of video surveillance systems.  
Designed specifically for the PRO version of PARTIZAN recorders. Supports PARTIZAN recorders  
and IP CCTV cameras of various versions using the ONVIF protocol.

•	Device search

•	Device Configuration

•	Firmware update

•	Image Adjustment

•	Watch live video

•	View archived video

•	View local archive

•	Quad View

•	SMART functions

•	Connection of equipment by IP address or Partizan ID
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Cloud service

Platforms: iOS, Android, any browser.

PARTIZAN CLOUD STORAGE

WE ARE THE FIRST CCTV MANUFACTURER  
WITH OWN CCTV CLOUD RECORDING PLATFORM!

All you need is registration in the system and IP camera  
or recorder connected to the network. It takes just few minutes  
to add your device to the cloud and to start recording!

•	Instant notifications via email or mobile phone.

•	Your system is completely confidential and secure.

•	Video storage in the cloud for up to two years.

•	The first 3 days you can try any service for free.

•	Multiuser cloud video broadcasts.

For using  
Partizan Cloud Storage  
with phone or tablet 
TRY AWARD WINNING  
PARTIZAN MOBILE APP 
for iOS and Android

For using  
Partizan Cloud Storage  
with any browser follow the link 
WWW.PARTIZANCLOUD.COM
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Cloud service

Platforms: iOS, Android, any browser.

PARTIZAN CLOUD STORAGE

The majority of other CCTV Cloud vendors are using Amazon, Microsoft or Google Cloud platforms.

In 2014, Partizan Security developers created their own Cloud platform, which not only allows you  
to quickly and freely connect CCTV cameras and recorders without an IP address (just by entering  
the MAC address of the device), but also safely record and store the video recordings in the cloud.

BENEFITS OF PARTIZAN CLOUD

Your videos cannot be stolen or damaged

No one can view your live video and archive 
without your permission

An object under video surveillance with 
minimal cost

Software and hardware 
100% compatible

Cloud video surveillance
with up to two years storage!

Try Partizan Cloud 
Service for free!

Your system is 
confidential and safe

Multiuser cloud video 
broadcasting

Immediate alert notification 
via email or mobile!
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Cloud service

Platforms: iOS, Android, any browser.

PARTIZAN CLOUD STORAGE

WHO IS OUR MAIN CUSTOMERS FOR CLOUD STORAGE

END-USER

•	Low starting cost.  
This is the cheapest option for video 
surveillance. All you need is to buy a 
PARTIZAN Cloud IP CCTV camera and  
the system is ready.

•	Budget friendly.  
No need to buy a recorder and hard drives. 
A small monthly fee is enough to use the 
cloud archive.

•	Flexible.  
You can activate and deactivate the paid 
recording service at any time. The CCTV 
camera can be transported with you from 
place to place.

SMALL AND MEDIUM BUSINESSES

•	Profitably.  
You can gradually increase the video 
surveillance system. Small monthly 
payments are way better than one large 
investment.

•	Convenient.  
You can connect entire networks of  
different remote objects and watch them  
in one interface.

•	Reliable.  
The presence of an additional cloud archive 
together with an existing video surveillance 
system will help to avoid problems with theft, 
fraud and loss of recordings.

GDPR FRIENDLY

PARTIZAN Cloud Storage hosted on the servers in the United States and in the European Union.
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Cloud service

Platforms: iOS, Android, any browser.

PARTIZAN CLOUD STORAGE

STORAGE PARTNER = POWER OF YOUR OWN CLOUD STORAGE!

PLATFORM PARTNER: ENJOY YOUR LIFETIME LICENSE 
WITHOUT RECURRING PAYMENTS!

Earn even more with PARTIZAN Cloud and store data on your own servers.

Create your account in Partizan Cloud, replenish your balance and pay the 
necessary fees according to the price list.  
Prepare your own physical storage server to meet our minimum requirements.

Who can be Storage Partner? 
Telecommunications and other companies that provide 24/7 data storage 
services and have free capacity.

If you are big enough to acquire thousands of users and run Cloud CCTV  
business at your own severs with full administration and control of your  
customers data, you can join us as a Platform Partner. 

Buy one-time Cloud Platform license from Partizan, install it to your servers  
and enjoy 100% income without any further payments to Partizan. 

Plus – you will get 2 years of free software support and update from Partizan.

Income: 100%

AGENT PROGRAM

GET PASSIVE INCOME in PARTIZAN CLOUD STORAGE  
without any obligations! 
Bring us customers and receive 10% of the cost of the services they  
will order.

If the first-level Agent using his promo code registers the second-level 
Agent and the second-level Agent finds a Client, then both Agents earn 
money from services paid by the Client in the Partizan Cloud Storage 
service. Namely, the first- and second-level Agents will both get 10%. 

Who can be an Agent? 
Everyone who has registered in the Partizan Cloud automatically  
receives the status of an Agent without additional requests!

It is easy to make money with Partizan Cloud!
BOSS

END USER

PROMO CODE

PROMO CODE

$: 10%

$: 10%

INSTALLER,
SALES MANAGER
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Desktop

Platforms: Windows.

PARTIZAN ACM

Software for connection, configuration and monitoring of PARTIZAN network controllers

Time 
attendance

Antipass- 
back

Photo 
identification

Video 
verification

Patrol 
Mode

Turnstiles 
integration

Interlock 
Mode

Permissions 
management

•	Management of controllers, readers, 
access points, time zones

•	Door opening time control

•	Card management

•	Access rights management

•	Alarm management

•	User management

•	Time attendance

•	Integration with PARTIZAN CCTV  
equipment for video verification
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Web interface

Platforms: any browser.

PARTIZAN ACM

•	System Event Check

•	Access Point Management

•	User management

•	Management of various triggers(alarm, lock, etc.)

•	Supports Chrome, Firefox, Opera, IE, Safari

•	Supports iOS, Android mobile devices

Time 
attendance

Antipass- 
back

Photo 
identification

Video 
verification

Patrol 
Mode

Turnstiles 
integration

Interlock 
Mode

Permissions 
management



67

PRODUCT CATALOG 2021

SOFTWARE

Desktop

Platforms: Windows.

PARTIZAN ACM SAFE SCHOOL

Partizan ACM Safe School is a server-based access control application, designed to offer event notification 
possibility by SMS or e-mail.

This service is intended for use in schools, for sending notifications to parents when their children arrive or 
leave a school territory, equipped with a turnstile with Partizan access control system.
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AHD CAMERAS
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